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introduction 
Overview 
Introduction This manual contains detailed information about software instructions 
used by ColdFire® microprocessors. 
User and Supervisor The ColdFire Family programming model consists of two register groups: 
Groups 
1. User 
2. Supervisor 
Programs executing in the user mode use only the registers in the user 
group. System software executing in the supervisor mode can access all 
registers and use the control registers in the supervisor group to perform 
supervisor functions. The subsections that follow briefly describe the 
registers in the user and supervisor models as well as the data organization 
in the registers. 
Processor Register The following paragraphs describe the processor registers in the user and 
Description supervisor programming models. The appropriate programming model 


is selected based on the privilege level (user mode or supervisor mode) of 
the processor as defined by the S-bit of the status register. 
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introduction 


User Programming Model 


Introduction 





Figure 1-1 illustrates the user programming model. The model is the 
same as for M68000 Family microprocessors, consisting of the 
following registers: 


¢ 16 general-purpose 32-bit registers (DO-D7, AO—-A7) 
¢ 32-bit program counter (PC) 
° 8-bit condition code register (CCR) 





Data Registers 
(D0-D7) 


Registers DO-D7 are used as data registers for bit (1 bit), byte (8 bit), 
word (16 bit) and longword (32 bit) operations and can also be used as 
index registers. 





Address Registers 
(A0-A6) 


Figure 1-1: User 
Programming Model 


These registers can be used as software stack pointers, index registers, 
or base address registers as well as for word and longword operations. 








Ji Lis) f 0 
DO 
Di 
De 
DB DATA 
D4 
DS 
D6 
D7 
AO 
Al 
A2 
13 ADDRESS 
M REGISTERS 
A5 
A6 











1-2 ColdFire Family Programmer’s Reference Manual Rev. 1.0 MOTOROLA 


Introduction 


User Programming Model, Continued 





Stack Pointer (A7) 


ColdFire supports a single hardware stack pointer (A7) for explicit 

references or implicit ones during stacking for subroutine calls and 

returns and exception handling. The initial value of A7 is loaded from @i 
the reset exception vector, address $0. The same register is used for 

both user and supervisor mode as well as word and longword 

operations. 





A subroutine call saves the program counter (PC) on the stack and the 
return restores it from the stack. Both the PC and the SR are saved on 
the stack during the processing of exceptions and interrupts. The return 
from exception instruction restores the SR and PC values from the 
stack. 





Program Counter 
(PC) 


Condition Code 
Register (CCR) 


MOTOROLA 


The PC contains the address of the currently executing instruction. 
During instruction execution and exception processing, the processor 
automatically increments the contents of the PC or places a new value 
in the PC, as appropriate. For some addressing modes, the PC can be 
used as a pointer for PC-relative operand addressing. 


The CCR is the least significant byte of the processor status register 
(SR), as shown below. Bits 4-0 represent indicator flags based on 
results generated by processor operations. Bit 4, the extend bit (X-bit), 
is also used as an input operand during multiprecision arithmetic 
computations. 


4 3 2 


1 0 
PAN es We 


« X—extend condition code bit 

¢ N—negative condition code bit; set if the most significant bit of the 
result is set; otherwise cleared 

¢ Z—zero condition code bit; set if the result equals zero; otherwise 
cleared 

¢ V—overfiow condition code bit; set if an arithmetic overflow occurs 
implying that the result cannot be represented in the operand size; 
otherwise cleared 

¢ C—carry condition code bit; set if a carryout of the operand MSB 
occurs for in addition, or if a borrow occurs in a subtraction; 
otherwise cleared; set to the value of the C-bit for arithmetic 
operations; otherwise not affected. 
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Introduction 


User Programming Mode, Continued 





Status Register (SR) Figure 1-2 illustrates the SR, which stores the processor status and 
contains the condition codes that reflect the results of a previous 
4 4 operation. In the supervisor mode, software can access the full SR, 
including the interrupt-priority mask and additional control bits. In user 
mode, only the lower 8 bits are accessible (CCR). These bits indicate 
the following states for the processor: trace mode (T), supervisor or 
user mode (S), and master or interrupt mode (M). 





Figure 1-2: Status 














Register 
USER BYTE 
SYSTEM BYTE CONDITION CODE REGISTER (CCR) 
1 14 #13 #12 «211-10 #9 8 7 6 5&5 4 38 2 14 86 
LTRACE INTERRUPT CARRY 
ENABLE PRIORITY MASK 
1(2:0) OVERFLOW 
SUPERVISOR/USER STATE —— ZERO 
NEGATIVE 
MASTER/INTERRUPT STATE EXTEND 











1-4 ColdFire Family Programmer’s Reference Manual Rev. 1.0 MOTOROLA 


Introduction 


Supervisor Programming Model 


Introduction 





System programers use the supervisor programming model to 

implement sensitive operating system functions. The following 
paragraphs briefly describe the registers in the supervisor programming @i 
model. All accesses that affect the control features of ColdFire 

processors are in the supervisor programming model, which consists of 

the register available to users as well as the registers listed in Table 1-1. 











Table 1-1: Supervisor 
Registers 


Address Register 7 
(A7) 


31 15 0 

31 20 0 

ie > oy ell 0000000 VBR - Vector Base Register 
15 0 








ColdFire supports a single stack pointer (A7). The initial value of A7 is 
loaded from the reset exception vector, address offset 0. This is the 
same register as the stack pointer (A7) in the user programming model. 





Status Register (SR) 


See User Programming Mode, Status Register, page 1-4. 





Vector Base Register 
(VBR) 


Integer Data Format 


The vector base register (VBR) contains the base address of the 
exception vector table in memory. The displacement of an exception 
vector adds to the value in this register, which accesses the vector table. 
The lower 20 bits of the VBR are filled with zeros. 


The operand data formats are supported by the processor core, as listed 
in Table 1-2. Integer operands can reside in registers, memory, or 
instructions themselves. The operand size for each instruction is either 
explicitly encoded in the instruction or implicitly defined by the 
instruction operation. 
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Supervisor Programming Mode, Continued 





Table 1-2: Integer 


Data Format 
> [OPERAND DATA FORWAT [SE] 
es 
[_tectine —[ eis 
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Organization of Data in Registers 








Introduction 


The following paragraphs describe data organization within the data, 


address, and control registers. @ 











Organization of Data 
Formats in Registers 


Each data register is 32 bits wide. Byte and word operands occupy the 
lower 8- and 16-bit portions of integer data registers, respectively. 
Longword operands occupy the entire 32 bits of integer data registers. A 
data register that is either a source or destination operand only uses or 
changes the appropriate lower 8 or 16 bits (in byte or word operations, 
respectively).The address of the least significant bit (LSB) is at bit 
position 0 and the address of the most significant bit (MSB) is bit 
position 31. See Figure 1-3. 








Figure 1-3: 
Organization of 
Integer Data Formats 
in Data Registers 


30 


ale 
_ 


31 


1 0 


pO 88} Se OFFSET OF = SE) 
<31,OFFSET OF 0 = MSB) 
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0 


NOT USED [mss | | usB | BYTE 


31 


15 0 


NOT USED LOW-ORDER WORD LSB | 16-BIT WORD 


BE 
_— 


0 


LONG WORD LONG WORD 





Integer Data Formats 
in Address Registers 


Because address registers and stack pointers are 32 bits wide, address 
registers cannot be used for byte-size operands. When an address 
register is a source operand, either the low-order word or the entire 
longword operand is used, depending on the operation size. When an 
address register is the destination operand, the entire register becomes 
affected, despite the operation size. If the source operand is a word size, 
it is sign-extended to 32 bits and then used in the operation to an 
address-register destination. Address registers are primarily for 
addresses and address computation support. The instruction set explains 
how to add to, compare, and move the contents of address registers. 
Figure 1-4 illustrates the organization of addresses in address registers. 
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Organization of Data in Registers, Continued 





Figure 1-4: 
Organization of 
Integer Data Formats 
in Address Registers 


31 16 15 


SIGN-EXTENDED 16-BIT ADDRESS OPERAND 


31 


FULL 32-BIT ADDRESS OPERAND 


=) 


oO 





Undefined Bits in 
Control Registers 


Control registers vary in size according to function. Some control 
registers have undefined bits reserved for future definition by Motorola. 
Those particular bits read as zeros and must be written as zeros for 
future compatibility. 





SR and CCR 
Operations 


All operations to the SR and CCR are word-size operations. For all 
CCR operations, the upper byte is read as all zeros and is ignored when 
written, despite privilege mode. The write-only MOVEC instruction 
writes to the VBR. Other system control registers can be added 
depending on the implementation. 





Organization of 
Integer Data Formats 
in Memory 


The byte-addressable organization of memory allows lower addresses 
to correspond to higher order bytes. The address N of a longword data 
item corresponds to the address of the highest order word’s MSB. The 
lower order word is located at address N + 2, leaving the LSB at 
address N + 3 (see Figure 1-5). The lowest address (nearest 
$00000000) is the location of the MSB, with each successive LSB 
located at the next address (N + 1, N + 2, etc.). The highest address 
(nearest $FFFFFFFF) is the location of the LSB. 
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Organization of Data in Registers, Continued 








Figure 1-5: Memory 


Operand Addressing 
31 23 15 7 0 3 


LONG WORD $00000000 
WORD $00000000 WORD $00000002 








BYTE $00000000 BYTE $00000001 BYTE $00000002 BYTE $00000003 
LONG WORD $00000004 


WORD $00000004 WORD $00000006 
BYTE $00000004 BYTE $00000005 BYTE $00000006 BYTE $00000007 


LONG WORD $FFFFFFFC 


WORD SFFFFFFFC WORD $FFFFFFFE 


BYTE $FFFFFFFC BYTE $FFFFFFFD BYTE $FFFFFFFE BYTE $FFFFFFFF 





Organization of Figure 1-6 illustrates the organization of integer data formats in 

Integer Data Formats} =— memory. For RBFBRONCSS of bit data, a base address that selects one 

aMemory byte in memory—the base byte—specifies a bit number that selects one 
bit, the bit operand, in the base byte. The MSB of the byte is 7. 





Continued on next page 
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Organization of Data in Registers, Continued 





Figure 1-6: Memory 
Organization for 


/_> Integer Operands 
, 07 07 07 0 
76543210 BYTEn+1 BYTE n+2 | BIT DATA 


ADDRESS BIT NUMBER 


~ 





BASE ADDRESS 
7 0,7 07 0,7 0 
MSB BYTEn LSB BYTE n+ 1 BYTE DATA 
ADDRESS 
7 07 07 0,7 07 0 
BYTE net WORD INTEGER BYTE n+2 BYTEn+3 | WORD DATA 
ADDRESS 
7 0,7 0,7 0,7 0,7 0,7 0 
BYTE n-1 LONGWORD INTEGER BYTEn+4 ee 
ADDRESS 
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Section 2 
Addressing Capabilities 





Most operations compute a source operand and destination operand then 
store the result in the destination location. Single-operand operations 
compute a destination operand then store the result in the destination 
location. External microprocessor references to memory are either 
program references that refer to program space, or data references that 
refer to data space. They access either instruction words or operands (data 
items) for an instruction. 


Program space is the section of memory that contains the program 
instructions and any immediate data operands residing in the instruction 
stream. 


Data space is the section of memory that contains the program data. 


The program-counter relative addressing modes are classified as data 
references. 
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Addressing Capabilities 


Instruction Format 








ColdFire Family ColdFire Family instructions consist of 1, 2, or 3 words. Figure 2-1 

Instructions illustrates the general composition of an instruction. The first word of 
the instruction, called the single effective address operation word, 
specifies 


¢ Length of the instruction 
¢ Effective addressing mode 
¢ Operation to be performed 





The remaining words further specify the instruction and operands. 
These words can be 


¢ Immediate operands 

¢ Extensions to the effective addressing mode specified in the simple 
effective address operation word 

¢ Branch displacements 

¢ Bit number or special register specifications 

¢ Trap operands 

e Argument counts 


The ColdFire architecture instruction word length is limited to16, 32, or 
48 bits. 


Figure 2-1: Instruction 
Word General Format 


EFFECTIVE ADDRESS OPERATION WORD 
(ONE WORD, SPECIFIES OPERATION AND MODES) 


EXTENSION WORD (IF ANY) 


EXTENSION WORD (IF ANY) 











Instruction-Specified An instruction specifies the function to be performed with an operation 
Operand Location code and defines the location of every operand. Instructions specify an 
operand location by the following: 








Continued on next page 
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Instruction Format, Continued 





Instruction-Specified * Register specification (the instruction’s register field holds the 
Operand Location register’s number) 
(Continued) 


¢ Effective address (the instruction’s effective address field contains 
addressing mode information) 

¢ Implicit reference (the definition of the instruction implies the use of 
specific registers) 





Instruction Word The single effective address operation word format is the basic 
instruction word (see Figure 2-2). The encoding of the mode field 
selects the addressing mode. The register field contains the general 
register number or a value that selects the addressing mode when the 
mode field contains opcode 111. Some indexed or indirect addressing 
modes use a combination of the simple effective address operation 
word followed by an extension word. Figure 2-2 illustrates two formats 
used in an instruction word including the extension word format used 
for indexed addressing modes. Table 2-1 lists the field definitions. 





Figure 2-2: Instruction 
Word Specification Single Effective Address Operation Word Format 
Formats 
15 14 #13 #12 «#«44°«10 9 8 7 6 5 4 3 2 1 0 
EFFECTIVE ADDRESS 





MODE REGISTER 


Extension Word Format 


141 72 W110 9 8 YF 6 5 4 3 2 =«1 0 


1§ 3 

















Continued on next page 
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Instruction Format, Continued 





Table 2-1: Instruction 
Word Format Field DEFINITION 


Detnitions INSTRUCTION 
Addressing Mode: 
Register General Register Number — 





Index Register Type 

| | 0=Dn | 
1=An- H 

| WIL | Word/Long-Word Index Size 

0 = Address Error Exception | 

| | 1 = Long Word 


Scale [Seale Factor 
| —s 
| 01=2 
10=4 
| | | 


0 = Extension Word Valid 
1 = Address Error Exception 


Displacement (8 bit displacement 





(sign extended to 32 bits) 
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Effective Addressing Modes 





Defining Operand Besides the operation code that specifies the function to be performed, 
Locations an instruction defines the location of every operand for the function in 1 
of 3 ways: 


1. A register field within an instruction can specify the register to be 
used. 

2. An instruction’s effective address field can contain addressing mode 
information. 

3. The instruction’s definition can imply the use of a specific register. 





Other fields within the instruction specify whether the register selected 
is an address or data register and how the register is to be used. 





InstructionAddressing An instruction’s addressing mode specifies 
Mode 
¢ The value of an operand 
¢ A register that contains the operand, or 
¢ How to derive the effective address of an operand in memory 


Each addressing mode has an assembler syntax. Some instructions 
imply the addressing mode for an operand. These instructions include 
the appropriate fields for operands that use only one addressing mode. 








Data Register Direct In the data register direct mode, the effective address field specifies the 
Mode data register containing the operand (see Figure 2-3). 








Figure 2-3: Data 
Register Direct Mode 


GENERATION: EA =Dn 
ASSEMBLER SYNTAX DN 
EA MODE ee 000 

EA REGISTER FIELD: REG.NO. 
NUMBER OF EXTENSION WORDS: 0 





DATA REGISTER << fo-| OPERAND 
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Effective Addressing Modes, Continued 








Address Register In the address register direct mode, the effective address field specifies 
Direct Mode the address register containing the operand (see Figure 2-4). 





Figure 2-4: Address 


Register Direct Mode 
GENERATION: EA=An 
ASSEMBLER SYNTAX: An 
EA MODE FIELD: 001 
EA REGISTER FIELD: REG. NO. 


NUMBER OF EXTENSION WORDS: 0 


ADDRESS REGISTER OPERAND 





Address Register In the address register indirect mode, the operand is in memory. The 
Indirect Mode effective address field specifies the address register containing the 
address of the operand in memory (see Figure 2-5). 


Figure 2-5; Address 
Register Indirect 
Mode 
GENERATION: EA = (An) 
ASSEMBLER SYNTAX: (An) 
EA MODE FIELD: 010 
EA REGISTER FIELD: REG. NO. 
NUMBER OF EXTENSION WORDS: 0 
31 0 
ADDRESS REGISTER OPERAND POINTER 
POINTS TO 





MEMORY ~“t- OPERAND 





Address Register In the address register indirect with postincrement mode, the operand is 
pr haabodipea Mode in memory. The effective address field specifies the address register 
| containing the address of the operand in memory. After the operand 
address is used, it is incremented by one, two, or four, depending on the 
size of the operand (i.e., byte, word, or longword, respectively). Note 
that the stack pointer (A7) is treated the same as other address registers 
(see Figure 2-6). 





2-6 ColdFire Family Programmer's Reference Manual Rev. 1.0 MOTOROLA 


Addressing Capabilities 


Effective Addressing Modes, Continued 


Figure 2-6: Address 
Register Indirect with 


Postincrement Mode 
GENERATION: EA = (An) + SIZE 
ASSEMBLER SYNTAX: (An) + 
EA MODE FIELD: 011 
EA REGISTER FIELD: REG. NO. 


NUMBER OF EXTENSION WORDS: 0 





ADDRESS REGISTER ————---- 


31 0 
CONTENTS 










OPERAND LENGTH ( 1, 2, OR 4) 





OPERAND 








Address Register In the address register indirect with predecrement mode, the operand is 
Indirect with in memory. The effective address field specifies the address register 
Predecrement Mode 


containing the address of the operand in memory. Before the operand 
address is used, it is decremented by one, two, or four depending on the 
operand size (i.e., byte, word, or longword, respectively). Note that the 
stack pointer (A7) is treated just like the other address registers (see 








Figure 2-7). 
Figure 2-7: Address 
Register Indirect with 
Predecrement Mode 
GENERATION: EA =(An)-SIZE 
ASSEMBLER SYNTAX: ~ (An) 
EA MODE FIELD: 100 
EA REGISTER FIELD: REG. NO. 


NUMBER OF EXTENSION WORDS: 0 
31 0 


CONTENTS 


OPERAND LENGTH ( 1, 2, OR 4) 


ADDRESS REGISTER 











CONTENTS 





OPERAND POINTER a 





POINTS TG 


MEMORY“ OPERAND 
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Address Register In the address register indirect with displacement mode, the operand is 


Indirect with 


Displacement Mode 


in memory. The operand address in memory consists of the sum of the 
address in the address register, which the effective address specifies, 
and the sign-extended 16-bit displacement integer in the extension 
word. Displacements are always sign-extended to 32 bits prior to being 
used in effective address calculations (see Figure 2-8). 








Figure 2-8: Address 
Register Indirect with 
Displacement Mode 


GENERATION: EA = (An) +d16 - 
ASSEMBLER SYNTAX: (d16,An) 

EA MODE FIELD: 101 

EA REGISTER FIELD: REG. NO. 


NUMBER OF EXTENSION WORDS: 1 


31 0 











ADDRESS REGISTER CONTENTS 





CONTENTS 


POINTS TO 


MEMORY OPERAND 


OPERAND POINTER 








Address Register This addressing mode requires one extension word that contains an 
oan Nerd aie index register indicator and an 8-bit displacement. The index register 
Na e) eee indicator includes size and scale information. In this mode, the operand 
is in memory. The operand address is the sum of the 
¢ Address register contents 
¢ Sign-extended displacement value in the extension word’s low-order 
8 bits 
* Index register’s contents (possibly scaled) 
You must specify the address register, the displacement, and the index 
register in this mode (see Figure 2-9). 
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Effective Addressing Modes, Continued 





Figure 2-9: Address 
Register Indirect with 





Index (8-Bit 
Displacement) Mode 
GENERATION: EA=(An) + (Xi) + dg 
ASSEMBLER SYNTAX: (dg, An, Xi, + scale) 
EA MODE FIELD: 110 
EA REGISTER FIELD: REG. NO. 
NUMBER OF EXTENSION WORDS: 1 
31 0 
ADDRESS REGISTER CONTENTS 
| ee 7 0 
DISPLACEMENT te,  —SIGNEXTENDED INTEGER (+) 
31 0 


| 
INDEX REGISTER —> CONTENTS ) | 


Fr ah re ee 
SCALE ——>|" SCALE VALUE ey ee. 
31 | 0 


OPERAND POINTER -———----—_ > CONTENTS 
POINTS TO 


MEMORY <—+_--——___—___-_— OPERAND 








Program Counter In this mode, the operand is in memory. The address of the operand is 
Indirect with the sum of the address in the program counter (PC) and the sign- 
Displacement Mode 


extended 16-bit displacement integer in the extension word. The value 
in the PC is the address of the extension word. This is a data reference 
allowed only for operand reads (see Figure 2-10). 
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Effective Addressing Modes, Continued 





Figure 2-10: Program 


Counter Indirect with 
Displacement Mode 
GENERATION: EA = (PC) + 46 
ASSEMBLER SYNTAX: (dyg,PC) 
EA MODE FIELD: 111 
EA REGISTER FIELD: 010 
NUMBER OF EXTENSION WORDS: i 


31 0 


PROGRAM COUNTER CONTENTS 


31 








OPERAND POINTER > CONTENTS 


POINTS TO 





ss Rca 
Program Counter This mode is similar to the mode described in Address Register 
ee Index (8- Indirect with Index (8-Bit Displacement) Mode, except the PC is the 
Mode eplgcement) base register. The operand is in memory. 


The operand address is the sum of the 


¢ Address in the PC 

¢ Sign-extended displacement integer in the extension word’s lower 8 
bits 

¢ Scaled index register 


The value in the PC is the address of the extension word. This is a data 
reference allowed only for operand reads. You must include the 
displacement, the PC, and the index register when specifying this 
addressing mode (see Figure 2-11). 
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Effective Addressing Modes, Continued 





Figure 2-11: Program 









Counter Indirect with 

Index (8-Bit 

Displacement) Model 
GENERATION: EA = (PC) + (Xi) +d 
ASSEMBLER SYNTAX: (dg, PC, Xi, + scale) 
EA MODE FIELD: 111 
EA REGISTER FIELD: 011 


NUMBER OF EXTENSION WORDS: 1 


PROGRAM COUNTER 

















SCALE 
OPERAND POINTER > CONTENTS 
POINTS TO 
salads 
Absolute Short- In this addressing mode, the operand is in memory, and the address of 
Addressing Mode the operand is in the extension word. The 16-bit address is sign- 


extended to 32 bits before it is used. 





Figure 2-12: Absolute 


Short Addressing 

Mode 
GENERATION: EA GIVEN 
ASSEMBLER SYNTAX: (xxx). W 
EA MODE FIELD: 111 


EA REGISTER FIELD: 000 
NUMBER OF EXTENSION WORDS: 1 








OPERAND POINTER ~- 


POINTS TO 


MEMORY ~«@- OPERAND 
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Effective Addressing Modes, Continued 








Absolute Long In this addressing mode, the operand is in memory, and the operand 

Addressing Mode address occupies the two extension words following the instruction 
word in memory. The first extension word contains the high-order part 
of the address; the second contains the low-order part of the address 
(see Figure 2-13). 





Figure 2-13: Absolute 


Long Addressing 
Mode 

GENERATION: EA GIVEN 

ASSEMBLER SYNTAX: (0xu).L 

EA MODE FIELD: 111 

EA REGISTER FIELD: 001 

NUMBER OF EXTENSION WORDS: 2 

15 0 
FIRST EXTENSION WORD ADDRESS HIGH 
| 15 0 







SECOND EXTENSION WORD 





31 0 
OPERAND POINTER CONTENTS 
POINTS TO 
MEMORY OPERAND 
Immediate Data In this addressing mode, the operand is in 1 or 2 extension words. Table 


2-2 lists the location of the operand within the instruction word format. 





Table 2-2: Immediate 


Operand Location OPERATION LENGTH LOCATION 
Low-order byte of the extension word — 


The entire extension word 


High-order word of the operand is in the first extension word; 


Long Word the low-order word is in the second extension word 











Immediate Data 
Addressing Mode 
GENERATION: OPERAND GIVEN 
ASSEMBLER SYNTAX: #0 
EA MODE FIELO: 111 
EA REGISTER FIELD: 100 
NUMBER OF EXTENSION WORDS: _1,2,4, OR 6, EXCEPT FOR PACKED DECIMAL REAL OPERANDS 
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Effective Addressing Modes, Continued 





Effective Addressing Effective addressing modes are grouped according to the mode use. 

Mode Summary Data-addressing modes refer to data operands. Memory-addressing 
modes refer to memory operands. Alterable addressing modes refer to 
alterable (writable) operands. Control-addressing modes refer to 
memory operands without an associated size. 








AlterableMemoryand These categories sometimes combine to form new categories that are 

Data Alterable more restrictive: alterable memory (addressing modes that are both 
alterable and memory addresses), and data alterable (addressing 
modes that are both alterable and data). Table 2-3 lists a summary of 
effective addressing modes and their categories. 





Table 2-3: Effective 
Addressing Modes and 


Categories 
| pporesswa moves —_| MODES SYNTAX ae DATA | MEMORY | CONTROL | ALTERABLE| 
Register Direct 
Data Dn reg. no. “n” 
Address An aa = no. “n” 


Register Indirect 


! 
Address | (An) | 010 = no. “n” | X =f xX | | x | 
Address with Postincrement (An)+ | 011 | reg.no.‘n”! X | X -— | X | 
Address with Predecrement | ~(an) | 100 | reg.no.tn | X | Xx yh Se 
Address with Displacement (digAn) | 101 reg. no. “n” | X i X xX | X | 


Address Register Indirect with Index 
8-Bit Displacement (dg,An,Xi) | 110 | reg.no.“n"} X X X X | 


Program Counter Indirect 
with Displacement (d4g,PC) 11 | X X X 


Program Counter Indirect with Index 
8-Bit Displacement (dg,PC,Xi) X X x = 


Absolute Data Addressing 
Short (xxx).W 000 
Long (xxx).L 000 


| Immediate #eXxN> X X = Lee 


x >< 

<x >< 

x >< 
! 
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Stack 





Overview Address register (A7) stacks exception frames, subroutine calls and 
returns, temporary variable storage, parameter passing, and is affected 
by instructions such as the LINK, UNLK, RTE, RTS, and PEA. To 
maximize performance, A7 must be longword-aligned at all times. 
Therefore, when modifying A7, be sure to do so in multiples of 4 to 
maintain alignment. To futher ensure alignment of A7 during exception 
handling, the ColdFire architecture implements a self-aligning stack 
when processing exceptions. 








Implementing Other You can employ other address registers to implement other stacks using 

Stacks Using Other the address register indirect with postincrement and predecrement 

adeess Reetens addressing modes. With an address register, you can implement a stack 
that fills either from high memory to low memory, or vice-versa. 
Regarding the following important considerations, you should 


¢ Use the predecrement mode to decrement the register before using its 
contents as the pointer to the stack. 

¢ Use the postincrement mode to increment the register after using its 
contents as the pointer to the stack. 

¢ Maintain the stack pointer correctly when byte, word, and longword 
items mix in these stacks. 





Implementing Stack To implement stack growth from high memory to low memory, use 

Growth from High -(An) to push data on the stack and (An) + to pop data from the stack. 

Mean raw For this type of stack, after either a push or a pop operation, the address 
register points to the top item on the stack (see Figure 2-14). 





Figure 2-14: Stack 


Growth from High 
Memory to Low LOW MEMORY 
Memory 7 


An TOP OF STACK 


BOTTOM OF STACK 


HIGH MEMORY 
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Stack, Continued 





Implementing Stack To implement stack growth from low memory to high memory, use 
iil haar (An) + to push data on the stack and -(An) to pop data from the stack. 
Memory om After either a push or pop operation, the address register points to the 


next available space on the stack (see Figure 2-15). 


Figure 2-15: Stack 2 









Growth from Low 
Memory to High LOW MEMORY 
Memory BOTTOM OF STACK 


TOP OF STACK 


HIGH MEMORY 





An 
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Section 3 
Instruction Set Summary 
Overview 





Introduction This section briefly describes the ColdFire Family instruction set using 
Motorola’s assembly language syntax and notation. It includes instruction 
set details such as notation and format, selected instruction examples, and 3 
an integer condition code discussion. 


The section concludes with a discussion of conditional test definitions, an 
explanation of the operation table, and postprocessing. 





Instruction Summary 


Tools for Specific Instructions form a set of tools that perform the following types of 
Operations operations: 

Data Movement Program Control 

Integer Arithmetic System Control 

Logical Operations Shift Operations 

Bit Manipulation 


The following paragraphs describe in detail the instruction for each type 
of operation. Table 3-1 lists the notations used throughout this manual. In 
the operand syntax statements of the instruction definitions, the operand 
on the right is the destination operand. 
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Table 3-1: Notational 
Conventions 


[iain rpoiicenendeate 
TT ion oreanaion arb 


Logical AND 
Logical OR 


V 


<operand>tested | Operand is compared to zero and the condition codes are set appropriately 


*, . + « . 


sign-extended |All bits of the upper portion are made equal to the high-order bit of the lower portion 


OTHER OPERATIONS 


TRAP SP -4 4 SP; PC (SP); SP-2 4 SP; SR & (SP); SP -2 A SP; FORMAT & (SP); 
(Vector) AE PC 


STOP Enter the stopped state, waiting for interrupts 


If<condition> | Test the condition. If true, the operations after “then”are performed. If the condition 
then is false and the optional “else’clause is present, the operations after “else”are 
<operations> —_| performed. If the condition is false and else is omitted, the instruction performs no 
else operation. Refer to the Bcc instruction description as an example. 

<operations> 


REGISTER SPECIFICATIONS 
An Any Address Register n (example: A3 is address register 3) 
Source and destination address registers, respectively 
n 


D Any Data Register n (example: D5 is data register 5) 
Dy, Dx Source and destination data registers, respectively 
MRn Any Memory Register n 
i 
Re Any con trol register 


: 






























Continued on next page 
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Table 3-1: Notational 
Conventions 
(Continued) 






DATA FORMAT AND TYPE 


Operand Data Format: Byte (B), Word (W), Long (L) 
Specifies an integer data type of byte, word, or longword size 


SUBFIELDS AND QUALIFIERS 


#<xxx> or #<da- | Immediate data following the instruction word(s) 
ta> 


Identifies an indirect address in a register, contents of memory location 
Displacement Value, n Bits Wide (example: d1¢ is a 16-bit displacement) 
anil : 














Least Significant Bit 
Least Significant Word 










SS Rag 
ver 
1 













es a nell x = sign extended 
| ON Negative Bit in CCR 


Undefined, Reserved for Motorola Use 


<list> List of registers, for example D3-D0 


Bit m of an Operand 


m 
m-n Bits m through n of Operand 
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Data Movement The MOVE instruction with its associated addressing mode is the basic 
Instructions means of transferring and storing addresses and data. 


[WOVE RETRUCTIONSTIANSFER. [FROM [To 


E> MOVEA instructions transfer word and longword operands and ensure 
that only valid address manipulations are executed. In addition to the 
general MOVE instructions, there are several special data movement 
instructions: MOVEM, MOVEQ, LEA, PEA, LINK, and UNLK. See 
Table 3-2 for details. 















byte, word, longword operands... 










Table 3-2: Data 
Movement Operation 


Format 
OPERAND OPERAND 
| <eay,Ax | | <eay,Ax | | 82 eam > seaman 
a, oo ee 
SP +d16—> Sp 
MOVEA <ea>y, Ax 16, 32 — 32 
ee ae ee 
<ea>y ist Source —> Listed Registers 


(ay a 
UNLK a ee Ax — SP; (SP) + Ax; SP +4 — SP 











Integer Arithmetic The integer arithmetic operations include 6 basic operations: ADD, 

Instructions SUB, MUL, CMP, CLR, and NEG. Most instructions support only 
longword operands. The CLR instruction applies to all sizes of data 
operands. Signed and unsigned MUL instructions include: 


¢ Word multiply to produce a longword product 
¢ Longword multiply to produce a longword product 





Continued on next page 


3-4 CoidFire Family Programmer’s Reference Manual Rev. 1.0 MOTOROLA 


Instruction 


Integer Arithmetic 


Instructions 
(Continued) 


Table 3-3: Integer 
Arithmetic 


Summary, Continued 


Instruction Set Summary 


A set of extended instructions provides multiprecision and mixed-size 


arithmetic: ADDX, SUBX, EXT, and NEGX. Refer to Table 3-3 for a 
summary of the integer arithmetic operations. In Table 3-3, X refers to 
the “extend” bit in the CCR. 


Operations Format 
OPERAND OPERAND 
INSTRUCTION SYNTAX SIZE OPERATION 
32 Source + Destination — Destination 


Logic Instructions 


MOTOROLA 





ADD Dy,<ea>,x 
<ea>y,Dx 
ADDA <ea>y,Ax 
ADDI #<data>,Dx 
ADDQ #<data>,<ea>x 
ADDX Dy,Dx 
CLR <ea>x 
CMP <ea>y,Dx 
CMPA <ea>y, Ax 
CMPI #<data>, Dx 
EXT Dx 
Dx 
EXTB Dx 
MULS/MULU <ea>y,Dx 
<ea>y,DI 
NEG <ea>x 
NEGX <ea>x 
SUB Dy,<ea>x 
<ea>y,Dx 
SUBA <ea>,Ax 
SUBI #<data>, Dx 
SUBQ #<data>,<ea>x 


32 


8, 16, 32 
32 
32 


8—> 16 
16 — 32 
8 > 32 


16x 16 > 32 
32 x32 — 32 





Immediate Data + Destination —» Destination 


Source + Destination +X — Destination 


0 — Destination 
Destination - Source 


Destination - Immediate Data 
Sign-Extended Destination — Destination 


0 ~ Destination — Destination 
0 — Destination —- X — Destination 
Destination - Source — Destination 


Destination - immediate Data + Destination 








Source x Destination —> Destination 
(Signed or Unsigned) 


SUBX | Dye] Destination - Source - X —» Destination 


The instructions AND, OR, EOR, and NOT perform logic operations 
with all sizes of integer data operands. A similar set of immediate 
instructions (ANDI, ORI, and EORI) provides these logic operations 
with all sizes of immediate data. Table 3-4 summarizes the logic 


operations. 
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Instruction Summary, Continued 





Table 3-4: Logic 


























Operation Format 
<ea>y, Dx 32 
Fei Dy 
Source = Destination — Destination 
#<data>, Dx Immediate Data ~ Destination — Destination 
. . ~ Destination — Destination 
E> Dy, <ea>x Source V Destination — Destination 
<ea>y, Dx 
Feast Dx 
Shift Instruction The ASR, ASL, LSR, and LSL instructions provide shift operations in 
both directions. All shift operations can be performed on longword- 
sized data registers.The shift count can be specified in the instruction 
operation word (to shift from 1 — 8 places) or in a register (modulo 64 
shift count). 
The SWAP instruction exchanges the 16-bit halves of a register. Table 
3-5 is a summary of the shift operations. In Table 3-5, C and X refer to 
the carry bit and extend bit in the CCR. 
Table 3-5: Shift 
Operation Format 












Dx, Dy 
p= pe. 
en Dx 
Set = 
ne Dx 
eso 
#<data>, Dx 
| ome | = |e | 


NOTE: X indicates the extend bit and C the carry bit in the CCR. 


> 
”n 
= 3) 
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Bit Manipulation 
Instructions 


Table 3-6: Bit 
Manipulation 
Operation Format 


Program Control 
Instructions 


BTST, BSET, BCLR, and BCHG are bit manipulation instructions, All 


bit manipulation operations can be performed on either registers or 


memory. The bit number is specified either as immediate data or in the 


contents of a data register. Register operands are 32 bits long, and 
memory operands are 8 bits long. Table 3-6 summarizes bit 
manipulation operations; Z refers to the zero bit of the CCR. 








BSET Dy,<ea>x 8, 32 ~ (<Bit Number> of Destination) — Z; 
#<data>,<ea>x 8, 32 1 — Bit of Destination 





A set of subroutine call-and-return instructions and conditional and 


OPERAND OPERAND 
INSTRUCTION SYNTAX SIZE OPERATION 
BCHG Dy,<ea>x 8, 32 ~ (<Bit Number> of Destination) — Z, 
#<data>,<ea>x 8, 32 Bit of Destination 
BCLR Dy,<ea>x 8, 32 ~ (<Bit Number> of Destination) — Z; 
#<data>,<ea>x 8, 32 0 — Bit of Destination 


BTST Dy,<ea>x 8, 32 ~ (<Bit Number> of Destination) —> Z 
#<data>,<ea>x 8, 32 












unconditional branch instructions perform program-control operations. 


Also included are test operand instructions (TST), which set the 
condition codes for use by other program- and system-control 
instructions. NOP forces synchronization of the internal pipelines. 
Table 3-7 summarizes these instructions. 
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Instruction Summary, Continued 





Table 3-7: Program 


Control Operation OPERAND OPERAND 
Format INSTRUCTION | ‘syntax | SIZE OPERATION 
CONDITIONAL 


| Bec =| tabel> |= 8, 16 —_| If Condition True, Then PC + d, —> PC 


ee ee ee 
Else 0's —> Destination 
UNCONDITIONAL 
Ba | <ibeb [818 [SP=4 5 SPN PCS EAPC PC 
[MP <easy none eemy PO 
pe [ey | rw [96 SRO ay PO 
Fone [none [PC+2—>PC Pipelines Synchronized) —_—_—_—| 


a none none PC +2— PC 
TRAPF # <data> . PC +4—> PC 
PC +6 PC 


a ee 
RIS __[ wore [none [SP)PCSPHA SPS 


TEST OPERAND 


8, 16,32 _ | Set Condition Codes 








Note: 

Letters cc in the integer instruction mnemonics Bcc and Scc specify testing one of the 

following conditions: 
CC—Carry clear GE—Greater than or equal 
LS—Lower or same PL—Plus 
CS—Carry set GT—Greater than 
LT—Less than T—Always true” 
EQ—Equal Hl—Higher 
Ml—Minus VC—Overflow clear 
F—Never true’ LE—Less than or equal 
NE—Not equal VS—Overflow set 


*Not applicable to the Bcc instructions 


System Control Instructions 


Introduction Privileged and trap instructions as well as instructions that use or 
modify the CCR provide system control operations. Table 3-8 
summarizes these instructions. See Integer Unit Condition Code 
Computation for more details on condition codes. 
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Instruction Set Summary 


System Control Instructions, Continued 





Table 3-8: System 
Control Operation 
Format 





OPERAND OPERAND 
INSTRUCTION SYNTAX SIZE OPERATION 





#<data>, SR 
| MOVE from SR | from SR} Dx | 16 = [SR Destination — Destination 





i a 

Pe fee 2 (SP) — SR; 4 (SP) — PC; SP +8 SP 
Adjust Stack According to Format 

ee a 


PULSE | none | none Generate unique PST value 
WDDATA 8, 16,32 | (<ea>y) > DDATA port 


TRAP GENERATING 






















lilegal, Trap 





SP — 4 — SP; PC — (SP); 
SP - 2 —> SP; SR — (SP) 
SP - 2 — SP; Format/Vector > (SP) 
(Vector)—> PC 


CONDITION CODE REGISTER 


MOVE to CCR Dy, CCR Source — CCR 
#<data>,CCR 


MOVE from CCR [| Dx] CCR = Destination 


















Integer Unit Condition Code Computation 





Introduction Many integer instructions affect the CCR to indicate the instruction’s 
results. Program and system control instructions also use certain 
combinations of these bits to control program and system flow. The 
condition codes meet consistency criteria across instructions, uses, and 
instances. They also meet the criteria of meaningful results, where no 
change occurs unless it provides useful information. 





Continued on next page 
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Instruction Set Summary 


Integer Unit Condition Code Computation 





Introduction Table 3-9 lists the integer condition code computations for instructions 

(Continued) and Table 3-10 lists the condition names, encodings, and tests for the 
conditional branch and set instructions. The test associated with each 
condition is a logical formula using the current states of the condition 
codes. If this formula evaluates to one, the condition is true. If the 
formula evaluates to zero, the condition is false. For example, the T 
condition is always true, and the EQ condition is true only if the Z-bit 
condition code is currently true. 








E> Table 3-9: Integer Unit 
Condition Code 


Computations 


OPERATIONS (xi uf zftvic | SPECIAL DEFINITION 

ADD, ADDI, ADDQ 2 | 2? |VeSmLOmLRmVSmLDmLRm 
C=SmLDmVRmL DmVSmLRm 

ADDX 2 | 2 | 2 |VeSmLDmLRmvSmLDmLRm 
C=SmLDmVRmLDmV SmLRm 
Z=ZLRmL...LRO 

AND, ANDI, EOR, EORI, 

MOVEQ, MOVE, OR, ORI, 

CLR, EXT, EXTB, NOT, TST 

SUB, SUBI, oe 4 V=SmLDmLRmV SmL DmLRm 
C=SmLDmVRmLDmVSmL Rm 

Ecc V=SmLDmLRmV SmL DmL Rm 
C=SmLDmV Rm L Dm V SmL Rm 
Z=ZLBmL...L RO 

CMP, CMPA, CMP! V=SmLDmLRmV SmL Dm Rm 
ae ae SmLDmV RmL Dm V SmL Rm 


MULS, MULU a in Gee Ge 
Sates Dm L Rm 
C=DmV Rm 

Ee onetasanad V=DmLRm 
C=DmV Rm 
Z=ZLRmL...LRO 


arsraoneaseracn | —|-|[7|-|-|[-m 
£5 A A CC 
(COE RRR Ea 
[Ca 
Ere eae es Ace) a A ee 
asnish Tt Tt Tt fo ft ices 
asnisrir=o) | = [ * [+ {ofof 
ae eae Ee Ee es es es 
Niet ee SS ee See eee eee 
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Instruction Set Summary 


Integer Unit Condition Code Computation, Continued 





Notes 


Table 3-10: 


? = Other—See Special Definition 
N = Result Operand (MSB) 
Z=RmL...L RO 

Sm = Source Operand (MSB) 

Dm = Destination Operand (MSB) 


Rm = Result Operand (MSB) 
Rm = Not Result Operand (MSB) 
R = Register Tested 

r = Shift Count 























Conditional Tests woe [commen | ecoone [rest] ary 
ae a ee 
HI High 0010 CvzZ 
Ls 
CC(H) Carry Clear 
CS(LO) Carry Set 0101 ¢ 
NE Not Equal 0110 Z 
eo | Ew | | 
vc Overflow Clear 1000 V 
vs 
PL Plus 1010 N 
Mo | Mus] tons | NT 
GE Greater or Equal 1100 NLVVNLV 
LT Less Than 1101 NLVVNLV 
GT Greater Than 1110 NLVLZVNLVLZ 
LE Less or Equal 1411 ZVNLVVNLV 
Notes 
N = Logical Not N 
V = Logical Not V 
Z = Logical Not Z 
*Not available for the Bcc instruction. 
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Overview 


Introduction 


ADD (Add) 


Description 


Condition Codes 


MOTOROLA 


Section 4 
integer Instructions 





This section describes the integer instructions for the ColdFire Family. A 
detailed discussion of each instruction description is arranged in 
alphabetical order by instruction mnemonic. 











Operation: — Source + Destination > Destination 
Assembler 
Syntax: ADD < ea >y ,Dx; ADD Dy, < ea >x 


Attributes: Size = Long 


Adds the source operand to the destination operand using binary addition 
and stores the result in the destination location. The size of the operation 
is specified as a longword. The mode of the instruction indicates which 
operand is the source and which is the destination as well as the operand 
size. 





X N Z V C 
X—set the same as the carry bit 
N—set if the result is negative; cleared otherwise 
Z—set if the result is zero; cleared otherwise 


V—-set if an overflow is generated; cleared otherwise 
C—set if a carry is generated; cleared otherwise 
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integer Instructions 


ADD, Continued 





Instruction Format 
15 5 4 3 2 1 0 


4 #13 #12 «611 #1 9 8 7 6 
EFFECTIVE ADDRESS 
Pa aaa REGISTER OPMODE MODE REGISTER 
















































Instruction Fields ; 
Register field—specifies any of the 8 data registers 
Opmode field: 
LONG OPERATION 
010 <ea>y + Dx 
110 Dy +<ea>x —->< ea >x 
Effective Address field—determines addressing mode 
a. If the location <ea>x specified is a source operand, use 
addressing modes listed in the following table: 
ADDRESSING ADDRESSING 
MODE MODE REGISTER 
reg. number:Ay 
reg. number:Ay 
— (Ay) reg. number:Ay 
ih 
(dg,Ay,Xi) reg. number:Ay (dg,PC,Xi) 
b. If the <ea>x location specified is a destination operand, use only 
memory alterable addressing modes listed in the following table: 
ADDRESSING ADDRESSING 
MODE REGISTER MODE REGISTER 
oe f= = 
ST) ee 
wi | 0 
pe ad 
sy 
(dig, AX) (dig,PC) _ 
(dg,Ax,Xi) 110 reg, number:Ax (dg,PC,Xi) _ 
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ADD, Continue 





Note 


Integer Instructions 


The Dx mode is used when the destination is a data register; the 
destination < ea > mode is invalid for a data register. 


ADDA is used when the destination is an address register. ADDI and 
ADD@Q are used when the source is immediate data. 


ADDA (Add Address) 





Operation: 
Assembler 
Syntax: 

Attributes: 


Source + Destination — Destination 


ADDA <ea>y , Ax 
Size = Long 











Description Adds the source operand to the destination address register and stores 
result in the address register. Operation size is specified as a longword. 
Condition Codes Not affected 
Instruction Format 
15 14 #138 #12 «11 2 1 O 
aoe ADDRESS 
CDPD me DT ee 





Instruction Fields 


MOTOROLA 


Register field—specifies the destination address register, Ax. 


Effective Address field—specifies the source operand; use addressing 


modes listed in the following table: 












ADDRESSING 
ae REGISTER 


ae 









(d4g,Ay) 101 
(dg,Ay,Xi) 110 


ColdFire Family Programmer’s Reference Manual Rev. 1.0 







reg. | reg. number-Dy_ | | reg. number-Dy_ | 






reg. number:Ay 







reg. number:Ay 






reg. number:Ay 






reg. number:Ay 












reg. number:Ay 





reg. number:Ay 


ADDRESSING 
MODE REGISTER 











Integer Instructions 


ADD | (Add Immediate) 





Description 


Add Imm 


Operation: Immediate Data + Destination > Destination 
Assembler 

Syntax: ADDI # < data > , Dx 

Attributes: Size = Long 


Adds the immediate data to the destination operand and stores the 
result in the destination location. The size of the operation is specified 
as longword. 





Condition Codes 


X N Z V C 
X—set the same as the carry bit 
N—set if the result is negative; cleared otherwise 
Z—set if the result is zero; cleared otherwise 


V—-set if an overflow is generated; cleared otherwise 
C—-set if a carry is generated; cleared otherwise 





Instruction Format 


15 14 #13 #12 #%41 £10 49 8 6 5 4-3 2 1 0 


7 
PopoToyo[oli+[+[o[+][o] 0] 0] 0] AEGSTER | 




















Instruction Fields Register field—specifies the destination data register, Dx 
ADDQ (Add Quick) 
Operation: Immediate Data + Destination > Destination 
Assembler 
Syntax: ADDQ # < data >, < ea >x 
Attributes: Size = Long 
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Integer Instructions 














ADDQ, Continued 
Description Adds an immediate value of 1 to 8 to the operand at the destination 
location. The size of the operation is specified as longword. If the 
destination is an address register, the condition codes are not affected. 
Condition Codes 
X N Zz V C 
Be ee en ee ee 
X—set the same as the carry bit 
N—set if the result is negative; cleared otherwise 
Z—-set if the result is zero; cleared otherwise 
V—set if an overflow occurs; cleared otherwise 
C—set if a carry occurs; cleared otherwise qi 
The condition codes are not affected when the destination is an address 
register. 
Instruction Format 
15 14 #13 #12 «14 2 1 0 
EGINE ADDRESS 
MODE REGISTER 
Instruction Fields Data field—3 bits of immediate data representing 8 values (0 — 7), with 


the immediate value 0 representing a value of 8 


Effective Address field—specifies the destination location; use only 
those alterable addressing modes listed in the following table: 


ADDRESSING 
MODE REGISTER 


(xxx).W 


ADDRESSING 
MODE REGISTER 


eo ea 
[at ea 
00 re nea 









ao ca 
ies [0] ec 













ie 
ieee a ce 
erm [| - [| 
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Integer Instructions 


ADDX (Add Extended) 





Operation: Source + Destination + X — Destination 
Assembler 

Syntax: ADDX Dy,Dx 

Attributes: Size = Long 


Description Adds the source operand and the extend bit to the destination operand 
and stores the result in the destination location. The operands can be 
addressed from data register to data register where the data registers 
specified in the instruction contain the operands. 


The size of the operation is specified as a longword. 








Condition Codes - 
X N Z V Cc 
X—-set the same as the carry bit 
N—set if the result is negative; cleared otherwise 
Z—cleared if the result is nonzero; unchanged otherwise 


V—set if an overflow occurs; cleared otherwise 
C—set if a carry is generated; cleared otherwise 

















Instruction Format 
15 14 #13 #12 #11 #10 9 8/7/6 5 4 3 2 1 «0 
Pi T toys [aeasreno [1 [1 [0 [0] 0] 0 | REGSTERDy 
Instruction Fields Register Dx field—specifies the destination data register 
Register Dy field—specifies the source data register 
AND (AND Logical) 
Operation: Source + Destination — Destination 
Assembler . 
Syntax: AND Dy, < ea >x; AND < ea >y ,Dx 


Attributes: Size = Long 
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Integer instructions 


AND (AND Logical), Continued 





Description Performs an AND operation of the source operand with the destination 
operand and stores the result in the destination location. The size of the 
operation is specified as a longword. Address register contents cannot 
be used as an operand. 





Condition Codes 
X N Z V C 
P-[-] -] 0] 0 | 
X—not affected 


N—set if the most significant bit of the result is set; cleared otherwise 
Z—set if the result is zero; cleared otherwise 


V—always cleared 
C—always cleared @i 





Instruction Format 
15 14 #13 #12 #11 «10 9 8 7 6 5 4 3 2 1 0 
EFFECTIVE ADDRESS 
pa] tfojo REGISTER OPMODE MODE REGISTER 
Instruction Fields Register field—Specifies any of the 8 data registers. 
Opmode field: 
LONG OPERATION 
010 < ea >y | Dx — Dx 
110 Dy I< ea>x > < ea>x 


Effective Address field—determines addressing mode. 


a. If the location specified is a source operand, use only those data 
addressing modes listed in the following table: 





Continued on next page 
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Integer Instructions 


AND (AND Logical), Continued 


one | woe | reser 
MODE 
Dy 000 reg. number:Dy 
w [-{| - | 
OE 
oy 
er 


b. If the location specified is a destination operand, use only those 
‘memory alterable addressing modes listed in the following table: 


ADDRESSING 
MODE REGISTER 
Ax = 


reg. number:Ax 
reg. number:Ax 

— (Ax) 100 reg. number:Ax 
reg. number:Ax 
(dg,Ax, Xi) reg. number:Ax 





Instruction Fields 
(Continued) 




























































ANDI (AND Immediate) 





Operation: Immediate Data + Destination — Destination 
Assembler | 

Syntax: ANDI # < data >, Dx 

Attributes: Size = Long 








Description Performs an AND operation of the immediate data with the destination 
operand and stores the result in the destination location. The size of the 
operation is specified as a longword. The size of the immediate data is 
specified as a longword. 
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Integer Instructions 


ANDI (AND Immediate), Continued 


Condition Codes 


Instruction Format 


Instruction Fields 





X N Z V C 
X—not affected 
N—set if the most significant bit of the result is set; cleared otherwise 
Z—set if the result is zero; cleared otherwise 


V—always cleared 
C—always cleared 





1 14 #13 12 #4 «41 9 «8 7 6 5 4 8 2 1 0 
PoTopTopoloyo[+{o[1] oc] ole] 0] AeGSTER ei 
UPPER WORD OF IMMEDIATE DATA 
LOWER WORD OF IMMEDIATE DATA 


Register field - specifies the destination data register, Dx 











ASL, ASR (Arithmetic Shift) 


Description 


MOTOROLA 


Operation: Destination Shifted By Count — Destination 

Assembler 

Syntax: ASd Dy,Dx; ASd # < data > , Dx where d is direction, L 
orR 

Attributes: Size = Long 





Arithmetically shifts the bits of the operand in the direction (L or R) 
specified. The carry bit receives the last bit shifted out of the operand. 
The shift count for the operation may be specified in two ways: 


1. Immediate—The shift count is specified in the instruction (shift 
range,1 — 8). 


2. Register—tThe shift count is the value in the data register specified in 
instruction (modulo 64)For ASL, the operand is shifted left; the shift 

~ count equals the number of positions shifted. Bits shifted out of the 
high-order bit go to both the carry and the extend bits; zeros are 
shifted into the low-order bit. The overflow bit is always cleared. 
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Integer Instructions 


ASL, ASR (Arithmetic Shift), Continued 





Description 
(Continued) 


OPERAND 





ASL: 


For ASR, the operand is shifted right; the number of positions shifted 
equals the shift count. Bits shifted out of the low-order bit go to both 
the carry and the extend bits; the sign bit (MSB) is shifted into the high- 
order bit. 


ASR: 





Condition Codes 
X Z V 


N C 
eS ie ee ee 


X—set according to the last bit shifted out of the operand; unaffected 
for a shift count of zero 

N—-set if the most significant bit of the result is set; cleared otherwise 

Z—set if the result is zero; cleared otherwise 

C—set according to the last bit shifted out of the operand; cleared for a 
shift count of zero 

V— always cleared 











Instruction Format 
15 14 #13 #12 #11 «10 9 


8 7 6 5 4 3 2 1 =«0 
eS 9 ees | [0/2 # See) eas 
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Integer Instructions 
ASL, ASR Arithmetic Shift (Continued) 
Instruction Fields Count/Register field—specifies shift count or register that contains the 


shift count: 


If i/r = 0, contains the shift count; values 1 — 7 represent counts of 
1 -7; a value of zero represents a count of 8 


If i/r = 1, specifies the data register that contains the shift count 
(modulo 64), Dy 


dr field—specifies the direction of the shift: 


0—shift right 
1—shift left 


i/r field 
If i/r = 0, specifies immediate shift count 
If i/r = 1, specifies register shift count 


Register field—specifies the destination data register to be shifted, Dx 
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Integer Instructions 


Bcc (Branch Conditionally) 








Operation: If Condition True, Then PC + d, — PC 
Assembler 

Syntax: Bcc < label > 

Attributes: Size = Byte, Word 


Description If the specified condition is true, program execution continues at 
location (PC) + displacement. The program counter contains the 
address of the instruction word for the Bcc instruction, plus two. The 
displacement is a two’s-complement integer that represents the relative 
distance (in bytes) from the current program counter to the destination 
program counter. If the 8-bit displacement field in the instruction word 
is 0, a 16-bit displacement (the word immediately following the 
instruction) is used. Condition code CC specifies one of the following 

> conditional tests: 


CONDITION 


CCH) CanyClear | | tS | LoworSame 
0 esa 
EQ 


Equal 


















Not Equal 
PL Plus 
VC Overflow Clear 
Overflow Set 













Less or Equal 












Condition Codes Not affected 








Instruction Format 
15 14 #13 12 4 #10 @9 8 7 6 65 4 3 2 1 0 


Ok aE + | CONDITION 8-BIT DISPLACEMENT 
16-BIT DISPLACEMENT IF 8-BIT DISPLACEMENT = $00 
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Integer Instructions 


Bcc (Branch Conditionally), Continued 





Instruction Fields Condition field— binary code for one of the conditions listed in the 
table 


8-Bit Displacement field—two’s complement integer specifying the 
number of bytes between the branch instruction and the next instruction 
to be executed if the condition is met 


16-Bit Displacement field—ased for the displacement when the 8-bit 
displacement field contains $00 





Note 
A branch to the next immediate instruction automatically uses the 16- 
bit displacement format because the 8-bit displacement field contains 


$00 (zero offset). qi 


BCHG (Test a Bit and Change) 








Operation: ( < bit number > of Destination) > Z,; 
( < bit number > of Destination) — < bit number > of 
Destination 

Assembler 

Syntax: BCHG Dy, < ea >x; BCHG # < data> , < ea >x 


Attributes: Size = Byte, Long 





Description Tests a bit in the destination operand and sets the Z-condition code 
appropriately, then inverts the specified bit in the destination. When the 
destination is a data register, any of the 32 bits can be specified by the 
modulo 32-bit number. When the destination is a memory location, the 
operation is a byte operation, and the bit number is modulo 8. In all 
cases, bit zero refers to the least significant bit. The bit number for this 
operation may be specified in either of two ways: 


Immediate— bit number is specified in a second word of the instruction 


Register— specified data register contains the bit number 
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> 


Integer Instructions 


BCHG (Test a Bit and Change), Continued 





Condition Codes 
X N Z V Cc 
eae eee oe ee Tne | 
X—not affected 
N—not affected 
Z—set if the bit tested is zero; cleared otherwise 


V—not affected 
C—not affected 





Instruction Format 

(Bit Number Dyramic, 15 14 13 12 2 1 0 

Specified in a Register) : — ADDRESS 
cP L pl ae Pp) es, 





Instruction Fields Register field—specifies the data register that contains the bit number 


Effective Address field—specifies the destination location; use only 
those data alterable addressing modes listed in the following table: 


ADDRESSING ADDRESSING 
MODE REGISTER MODE REGISTER 


— 111 
=i) [0 | rt 
ac 


*Longword only; all others are byte 



























a 





Instruction Format 

(Bit Number Static, 14 11 10 5 4 3 2 1 0 

Sr aa EFFECTIVE ADDRESS 
ata) MODE REGISTER 


Popo pefopel opel 
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Integer Instructions 


BCHG (Test a Bit and Change), Continued 








Instruction Fields Effective Address field—specifies the destination location; use only 
those data alterable addressing modes listed in the following table: 


ADDRESSING 
a ee REGISTER 


| reg. number:Dx_ | | reg. number:Dx_ | Dx 


ADDRESSING 
MODE ee 


(d4g,Ax) reg. number:Ax (d4¢,PC) 
(dg,Ax,Xi) (dg,PC,Xi) 

















*Longword only; all others are byte 





Bit Number field—specifies the bit number 


BCLR (Test a Bit and Clear) 


Operation: ( < bit number > of Destination) — Z; 
0 > < bit number > of Destination 
Assembler 
Syntax: BCLR Dy, < ea >x; BCLR # < data >, < ea >x 


Attributes: Size = Byte, Long 





Description Tests a bit in the destination operand and sets the Z-condition code 
appropriately, then clears the specified bit in the destination. When a 
data register is the destination, any of the 32 bits can be specified by a 
modulo 32-bit number. When a memory location is the destination, the 
operation is a byte operation, and the bit number is modulo 8. In all 
cases, bit zero refers to the least significant bit. The bit number for this 
operation can be specified in either of two ways: 


1. Immediate—bit number is specified in a second word of the 
instruction 


2. Register—specified data register contains the bit number 
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Integer Instructions 


BCLR (Test a Bit and Clear), Continued 





Condition Codes | 


X N Z V Cc 
X—not affected 
N—not affected 
Z-—set if the bit tested is zero; cleared otherwise 


V—not affected 
C—not affected 





Instruction Format 
(Bit Number Dynamic, 
Specified in a Register) 


14 2 0 


SESTIE ADDRESS 
noon: saad case MODE REGISTER 








Instruction Fields 


| 


Register field—specifies the data register that contains the bit number., 
Dy. 


Effective Address field—specifies the destination location; use only 
those data alterable addressing modes listed in the following table: 


ADDRESSING ADDRESSING 
MODE REGISTER MODE REGISTER 


ee 
Oe 
a 
Se ee 

en 
Pa | = [= | 
wren [ — [= 
































et 
cea) [ 0| ea ane 


*Longword only; all others are byte 








Instruction Format 
(Bit Number Static, 
Specified as Immediate 
Data) 


15 «14 11 


4 38 2 1 0 
EFFECTIVE ADDRESS 
MODE REGISTER 


cotata fora stay [of aITNWBER 















4-16 ColdFire Family Programmer’s Reference Manual Rev. 1.0 MOTOROLA 


BCLR (Test a Bit and Clear), Continued 


Integer Instructions 


Instruction Fields Effective Address field—specifies the destination location; use only 
those data alterable addressing modes listed in the following table: 


ADDRESSING 
MODE REGISTER 


reg. number:Dx 












= 


*Longword only; all others are byte 
















(dg,PC,Xn) 





Bit Number field—specifies the bit number 
BRA (Branch Always) 


Operation: PC+d,—PC 


Assembler 
Syntax: BRA < label > 
Attributes: Size = Byte, Word 





ADDRESSING 
MODE REGISTER 











Description Program execution continues at location (PC) + displacement. The 
program counter contains the address of the instruction word of the 
BRA instruction, plus two. The displacement is a two’s-complement 
integer that represents the relative distance (in bytes) from the current 
program counter to the destination program counter. If the 8-bit 
displacement field in the instruction word is 0, a 16-bit displacement 
(the word immediately following the instruction) is used. 





Condition Codes Not affected 





Instruction Format 


1 14 #13 #12 #Wé0 9 8 %FT 6 5 


4 3 2 1 0 
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Integer Instructions 


BRA (Branch Always), Continued 








Instruction Fields 8-Bit Displacement field—two’s-complement integer specifying the 
number of bytes between the branch instruction and the next instruction 
to be executed 


16-Bit Displacement field—used for a larger displacement when the 8- 
bit displacement is equal to $00 





Note 
A branch to the next immediate instruction requires the use of the 16- 
bit displacement format because the 8-bit displacement field contains 
$00 (zero offset). 





> BSET (Test a Bit and Set) 





Operation: TEST (< bit number > of Destination) — Z 
1 > < bit number > of Destination 
Assembler 
Syntax: BSET Dy, < ea > x; BSET # < data>, <ea>x 
Attributes: Size = Byte, Long 





Description Tests a bit in the destination operand and sets the Z-condition code 
appropriately, then sets the specified bit in the destination operand. 
When a data register is the destination, any of the 32 bits can be 
specified by a modulo 32-bit number. When a memory location is the 
destination, the operation is a byte operation, and the bit number is 
modulo 8. In all cases, bit 0 refers to the least significant bit. The bit 
number for this operation can be specified in either of two ways: 


1. Immediate— bit number is specified in the second word of the 
instruction 


2. Register— specified data register contains the bit number 
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Integer Instructions 


BSET (Test a Bit and Set), Continued 





Condition Codes 
X N Z V C 
X—not affected 
N—not affected 
Z—set if the bit tested is zero; cleared otherwise 


V—not affected 
C—not affected 





Instruction Format 
(BitNumber Dynamic, 15 14 13 5 4 38 2 1 0 


Numb 2 1 10 9 8 7 6 
Specified in a Register) EFFECTIVE ADDRESS 
la REGioteh MODE REGISTER qi 


Instruction Fields Register field—specifies the data register that contains the bit number, 
Dy 








Effective Address field—specifies the destination location; use only 
those data alterable addressing modes listed in the following table: 


ADDRESSING ADDRESSING 
MODE REGISTER MODE REGISTER 
Dx* 000 reg. number:Dx 111 000 
ae 


011 reg. number:Ax 


















reg. number:Ax 













reg. number:Ax 





(dyg,Ax) reg. number:Ax 























reg. number:Ax (dg,PC,Xi) 





*Longword only; all others are byte 












Instruction Format 

(Bit Number Static; 1 14 «#13 «12 «11 «10 9 8 7 6 5 4 38 2 1 0 

aire as Immediate EFFECTIVE ADDRESS 
at) MODE REGISTER 


pofotoj;oj;oj;ofot BmTNUMBER 
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Integer Instructions 


BSET (Test a Bit and Set) 





Instruction Fields Effective Address field—specifies the destination location; use only 
those data alterable addressing modes listed in the following table: 


ADDRESSING 
MODE REGISTER 


reg. number:Dx 


ADDRESSING 
MODE aed 













(d; gvAX) 
(dg,Ax,Xi) 


‘> *Longword only; all others are byte 


Bit Number field—specifies the bit number 














BSR (Branch to Subroutine) 


Operation: _SP—4— SP; Next PC - (SP); PC +d, — PC 
Assembler 

Syntax: BSR < label > 

Attributes: Size = Byte, Word 





Description Pushes the longword address of the instruction immediately following 
the BSR instruction onto the system stack. The program counter 
contains the address of the instruction word, plus two. Program 
execution then continues at location (PC) + displacement. The 
displacement is a two’s-complement integer that represents the relative 
distance in bytes from the current program counter to the destination 
program counter. If the 8-bit displacement field in the instruction word 
is 0, a 16-bit displacement (the word immediately following the 
instruction) is used. 





Condition Codes Not affected 
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Integer Instructions 


BSR (Branch to Subroutine), Continued 











Instruction Format 
1 14 #13 12 ~=«11 10 9 8 7 6 5 4 3 2 1 0 


rit t+[oToyo][o|[1]  S8iDSPIACENENT | 


Instruction Fields 8-Bit Displacement field—two’s-complement integer specifying the 
number of bytes between the branch instruction and the next instruction 
to be executed 


16-Bit Displacement field—used for a larger displacement when the 8- 
bit displacement is equal to $00 








Note 
A branch to the next immediate instruction requires the use of the 16- 


bit displacement format because the 8-bit displacement field contains 


$00 (zero offset). 





BTST (Test a Bit) 








Operation: (< bit number > of Destination) — Z 
Assembler 
Syntax: BTST Dy, < ea >x; BTST # < data >, < ea >x 


Attributes: Size = Byte, Long 


Description Tests a bit in the destination operand and sets the Z-condition code 
appropriately. When a data register is the destination, any of the 32 bits 
can be specified by a modulo 32- bit number. When a memory location 
is the destination, the operation is a byte operation, and the bit number 
is modulo 8. In all cases, bit 0 refers to the least significant bit. The bit 
number for this operation can be specified in either of two ways: 


1. Immediate—bit number is specified in a second word of the 
instruction 


2. Register—specified data register contains the bit number 
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Integer Instructions 


BTST (Test a Bit), Continued 








Condition Codes 
x N Z V Cc 
fo ee ee ee ee 

X—not affected 

N—not affected 

Z—set if the bit tested is zero; cleared otherwise 

V—not affected 

C—not affected 
Instruction Format 
(Bit Number Dynamic, 1413 #12 «41 2 1 0 


Specified in a Register) : — aamacee 
> BOoOR oon 





Instruction Fields Register field—specifies the data register that contains the bit number, 
Dy 


Effective Address field—specifies the destination location; use only 
those data addressing modes listed in the following table: 


ADDRESSING ADDRESSING 
MODE REGISTER MODE =e 


or [0 [eee | |e 
cal eee 
ec 
Cec 


*Longword only; all others are byte 


























(dyg,Ax) 
(d3,Ax,Xi) 


(dg,PC,Xi) 











Instruction Format 
(Bit Number Static, 15 14 «13 «12°«11 8 7 6 


5 4 3 2 1 0 
aaa EFFECTIVE ADDRESS 
abe) MODE REGISTER 


Popopelotepeye| —__arnuweeR 
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integer Instructions 


BTST (Test a Bit), Continued 








Instruction Fields Effective Address field—specifies the destination location; use only 
those data addressing modes listed in the following table: 


ADDRESSING .| ADDRESSING 
MODE REGISTER MODE REGISTER 


| Oe | 000 | reg. number:Dx 
ae ie 
Py) | 010 
ee ee 
ea 
ead 


*Longword only; all others are byte 





























reg. number:Ax 







reg. number:Ax 
reg. number:Ax 






(dg,PC.Xi) 


reg. number:Ax 

















Bit Number field—specifies the bit number 
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Integer Instructions 


CLR (Clear an Operand) 





Operation: 0-— Destination 

Assembler 

Syntax: CLR <ea>x 

Attributes: Size = Byte, Word, Long 

Description: Clears the destination operand. The size of the 
operation may be specified as byte, word, or long. 








Condition Codes 


Instruction Format 


X N Z V C 
pee 0 eo 
X—not affected 
N—always cleared 
Z—always set 


V—always cleared 
C—always cleared 


14 12 .«11 2 1 0 


SFRECINE ADDRESS 
MODE REGISTER 








Instruction Fields 


4-24 


Size field—specifies the size of the operation 
00—byte operation 
01—word operation 
10—long word operation 


Effective Address field—specifies the destination location; use only 
those data alterable addressing modes listed in the following table: 


ADDRESSING ADDRESSING 
ae REGISTER MODE =a 


reg. number:Dx (xxx).W 


(xxx).L 
reg. number:Ax #<data> 
reg. number:Ax 


100 | reg. number:Ax 


ot a be 


110 reg. number:Ax 



















(rgPC) a 
(dg,PC;Xi) 


(d1,Ax) 
(dg,Ax, Xi) 
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Integer Instructions 


CMP (Compare) 
Operation: Destination — Source > cc 
Assembler 
Syntax: CMP <ea>y , Dx 


Attributes: Size = Long 





Description Subtracts the source operand from the destination data register and sets 
the condition codes according to the result; the data register is not 
changed. The size of the operation is specified as a longword. 





Condition Codes 
X N Zz V C 
ioe cen ce el r 4 
X—not affected 
N—set if the result is negative; cleared otherwise 
Z—set if the result is zero; cleared otherwise 


V—-set if an overflow occurs; cleared otherwise 
C—set if a borrow occurs; cleared otherwise 


Instruction Format 
1§ 14 #138 12 ~=«11 2 1 0 


FRECHE ADDRESS 
CETL see DDT) ae 


Instruction Fields Register field—specifies the destination data register 


Effective Address field—specifies the source operand; use addressing 
modes as listed in the following table: 
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Integer Instructions 
CMP (Compare), Continued 


Instruction Fields 
(Continued) ADDRESSING 
MODE 


11 
100 











> CMPA (Compare Address) 





Operation: __ Destination — Source — cc 
Assembler 

Syntax: CMPA <ea>y , Ax 
Attributes: Size = Long 


Description Subtracts the source operand from the destination address register and 
sets the condition codes according to the result. The address register is 
not changed. The size of the operation is specified as a long word. Word 
length source operands are sign-extended to 32 bits for comparison. 





Condition Codes 
X N Z V Cc 
Goer ee es ee ea) 
X—not affected 
N—set if the result is negative; cleared otherwise 
Z—set if the result is zero; cleared otherwise 


V—set if an overflow is generated; cleared otherwise 
C—set if a borrow is generated; cleared otherwise 





Instruction Format 
15 14 13 12 1 4 5 4 3 2 1 0 


09 8 7 6 
EFFECTIVE ADDRESS 
poe ae. MODE REGISTER 
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Integer Instructions 


Instruction Fields Register field—specifies the destination address register 


Effective Address field—specifies the source operand; use addressing 
modes as listed in the following table: 


ADDRESSING ADDRESSING 
=e REGISTER MODE REGISTER 


reg. number:Dy 


a reg. number:Ay 


010 reg. number:Ay 
011 





















reg. number:Ay 







reg. number:Ay 






reg. number:Ay 















(d1¢,Ay) 
(dg,Ay,Xi) 


(dyg,PC) 


reg. number:Ay (dg,PC,Xi) 























CMPI (Compare Immediate) 








Operation: Destination — Immediate Data — cc 
Assembler 
Syntax: CMPI # < data> , Dx 


Attributes: Size = Long 


Description Subtracts the immediate data from the destination operand and sets the 
condition codes according to the result; the destination location is not 
changed. The size of the operation is specified as a longword. The size 
of the immediate data is specified as a longword. 





Condition Codes 
X N Z V Cc 
X—not affected 
N—set if the result is negative; cleared otherwise 
Z—-set if the result is zero; cleared otherwise 


V—set if an overflow occurs; cleared otherwise 
C—set if a borrow occurs; cleared otherwise 
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Integer Instructions 


CMPI (Compare Immediate), Continued 





Instruction Format 
156 14 #138 #12 #dW 10 9 8 7 6 5 4 


3 2 1 0 
roPoToleyt[t[o[o[t[oy oo] o] ArGsTER | 














Instruction Fields Register field—destination data register, Dx 
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Integer Instructions 
DIVS, DIVSL (Signed Divide) 


Operation: _ Destination + Source — Destination 

Assembler DIVS.W<ea> ,Dn32/16 > 16r— 16q 

Syntax: *DIVS.L < ea > ,Dq32/32 — 32q 
*DIVS.L < ea> ,Dr:Dq 64/32 — 32r — 32q 
*DIVSL.L < ea > ,Dr:Dq32/32 — 32r — 32q 
*Applies to MC68020, MC68030, MC68040, CPU32 
only 

Attributes: Size = (Word, Long) 








Description Divides the signed destination operand by the signed source operand 
and stores the signed result in the destination. The instruction uses one 
of four forms. 





The word form of the instruction divides a longword by a word. The qi 
result is a quotient in the lower word (least significant 16 bits) and a 

remainder in the upper word (most significant 16 bits). The sign of the 

remainder is the same as the sign of the dividend. 


The first long form divides a longword by a longword. The result is a 
long quotient; the remainder 1s discarded. 


The second long form divides a quadword (in any two data registers) 
by a longword. The result is a longword quotient and a longword 


remainder. 


The third long form divides a longword by a longword. The result is a 
longword quotient and a longword remainder. 


Two special conditions may arise during the operation: 
1. Division by zero causes a trap. 
2. Overflow may be detected and set before the instruction completes. 


If the instruction detects an overflow, it sets the overflow condition 
code, and the operands are unaffected. 


Continued on next page 
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Integer Instructions 


DIVS, DIVSL (Signed Divide), Continued — 





Condition Codes 


X N Z Vv Cc 
poe se ee ee Oe] 
X—Not affected 
N—Set if the quotient is negative; cleared otherwise; undefined if 
overflow or divide by zero occurs 
Z-— Set if the quotient is zero; cleared otherwise; undefined if overflow 
or divide by zero occurs 
V—Set if division overflow occurs; undefined if divide by zero occurs; 
cleared otherwise | 
C—Always cleared 





> Instruction Format 


Word 
15 14 13 12 1110 9 8 7 6 5 4 38 2 1 0 
p1fofo REGISTER 1 EFFECTIVE ADDRESS 


MODE REGISTER 












Instruction Fields 


4-30 





Register field—Specifies any of the eight data registers. This field 
always specifies the destination operand. 


Effective Address field~Specifies the source operand. Only data 
addressing modes can be used as listed in the following tables: 


ADDRESSING 
MODE - REGISTER 


on | e00 [re bern 
pa =f = 


MC68020, MC68030, and MC68040 only 


ean 
(aAnsad 
({od,An},Xn,od) reg. number:An 


*Can be used with CPU32. 













ADDRESSING 
~MODE REGISTER 


tem [ono] 












(dig,PC) 
(dg,PC,Xn) 
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Integer Instructions 


DIVS, DIVSL (Signed Divide), Continued 

















Note 

Overflow occurs if the quotient is larger than a 16-bit signed integer. 
Instruction Format 

Long 
16 14 13 12 #11 #10 @Q 8 7 6 
1 1 F 1 EFFECTIVE ADDRESS 
MODE REGISTER 
0 [REGISTERDa| 7 [Selo] o[ o| o[o] 0] 0 | REGISTER DY 

Instruction Fields Effective Address field—Specifies the source operand. Only data 


alterable addressing modes can be used as listed in the following tables: 


ADDRESSING 
MODE MODE | REGISTER 


MC68020, MC68030, and MC68040 only 


ADDRESSING 
MODE REGISTER 


Dn | 000 | reg. number:Dn 
Le 
| 010 | 





i = | 


(An) reg. number:An 
(An) + 011 reg. number:An 


~ (An) reg. number:An 
(dyg,An) reg. number:An 
(dg,An,Xn) reg. number:An 
reg. number:An 


-MC68020, MC68030, and MC68040 only 


({od,An,Xn],od) reg. number:An 
edad 






















({bd,PC,Xn},0d) 011 
({bd,PC],Xn,od) 111 011 


Register Dq field—Specifies a data register for the destination operand. 
The low-order 32 bits of the dividend comes from this register, and the 
32-bit quotient is loaded into this register. 





Size field—Selects a 32- or 64-bit division operation. 
0—32-bit dividend is in register Dq 
1—64-bit dividend is in Dr - Dq 








Continued on next page 
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Integer Instructions 


DIVS, DIVSL (Signed Divide), Continued 








Instruction Fields, Register Dr field—After the division, this register contains the 32-bit 

(Continued) remainder. If Dr and Dq are the same register, only the quotient is 
returned. If the size field is 1, this field also specifies the data register 
that contains the high-order 32 bits of the dividend. 











Note 
Overflow occurs if the quotient is larger than a 32-bit signed integer. 





DIVU, DIVUL (Unsigned Divide) 





Operation: Destination + Source — Destination 
> Assembler DIVU.W <ea> ,Dn32/16 > 16r- 16q 

Syntax: *DIVU.L < ea > ,Dq32/32 — 32q 
*DIVU.L < ea > ,Dr:Dq64/32 — 32r — 32q 
*DIVUL.L < ea> ,Dr:Dq 32/32 — 32r - 32q 
*Applies to MC68020, MC68030, MC68040, CPU32 
only 

Attributes: Size = (Word, Long) 


Description Divides the unsigned destination operand by the unsigned source 
operand and stores the unsigned result in the destination. The 
instruction uses one of four forms. 


The word form of the instruction divides a longword by a word. The 
result is a quotient in the lower word (least significant 16 bits) and a 
remainder in the upper word (most significant 16 bits). 


The first long form divides a longword by a longword. The result is a 
long quotient; the remainder is discarded. 


The second long form divides a quadword (in any two data registers) 
by a longword. The result is a longword quotient and a longword 
remainder. 


The third long form divides a longword by a longword. The result is a 
longword quotient and a longword remainder. 





Continued on next page 
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Integer Instructions 


DIVU, DIVUL (Unsigned Divide), Continued 


Description 
(Continued) 


Condition Codes 


Instruction Format 


Instruction Fields 


MOTOROLA 


Two special conditions may arise during the operation: 


1. Division by zero causes a trap. 

2. Overflow may be detected and set before the instruction completes. 
If the instruction detects an overflow, it sets the overflow condition 
code, and the operands are unaffected. 





xX N Z Vv Cc 
a ee 

X—Not affected 
N—Set if the quotient is negative; cleared otherwise; undefined if 

overflow or divide by zero occurs qi 
Z— Set if the quotient is zero; cleared otherwise; undefined if overflow 

or divide by zero occurs 
V—Set if division overflow occurs; cleared otherwise; undefined if 


divide by zero occurs 
C— Always cleared 








ae 
15 14 13 12 11 «10 2 0 


Econ ADDRESS 
[ToT fe] seen fo] [+] Ser aS 





Register field—Specifies any of the eight data registers; this field 
always specifies the destination operand 


Effective Address field—Specifies the source operand. Only data 
addressing modes can be used as listed in the following tables: 


Continued on next page 
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Integer Instructions 


DIVU, DIVUL (Unsigned Divide), Continued 
































Instruction Fields 
(Continued) MC68020, MC68030, and MC68040 only 
ADDRESSING ADDRESSING 
MODE _ REGISTER MODE 
reg. number:Dn 
reg. number:An 
014 reg. number:An 
- reg. number:An 
i 
(dg,An,Xn) reg. number:An 
MC68020, MC68030, and MC68040 only 
earexiea [rt | on | 
(bd,An],Xn,od) | 110 | reg. number:An 
**Can be used with CPU32. 
Note 
Overflow occurs if the quotient is larger than a 16-bit signed integer. 
Instruction Format 


ae 
15 14 13 #12 «11 


5 4 3 2 1 0 
EFFECTIVE ADDRESS 
‘MODE REGISTER 


Ses Po 0 [0 | REGISTER Dr | 













Instruction Fields Effective Address field—Specifies the source operand. Only data 
addressing modes can be used as listed in the following tables: 


Continued on next page 


4-34 ColdFire Family Programmer’s Reference Manual Rev. 1.0 MOTOROLA 


Integer instructions 


DIVU, DIVUL (Unsigned Divide), Continued 


Instruction Fields 
(Continued) 


Note 


MOTOROLA 


MC68020, MC68030, and MC68040 only 


ADDRESSING ADDRESSING 
MODE REGISTER MODE MODE REGISTER 
ew foo 
a 













ta 
at 
er [10 nba 







(dig,PC) 
(dg,PC,Xn) 
(bd,PC,Xn)* 111 

















MC68020, MC68030, and MC68040 only 


tine | (Pood 
Ci RO zi 


Register Dq field—Specifies a data register for the destination operand. 
The low-order 32 bits of the dividend comes from this register, and the 
32-bit quotient is loaded into this register. 


. Size field—Selects a 32- or 64-bit division operation 
0— 32-bit dividend is in register Dq 
1—64-bit dividend is in Dr — Dq 


Register Dr field—After the division, this register contains the 32-bit 
remainder. If Dr and Dq are the same register, only the quotient is 


returned. If the size field is 1, this field also specifies the data register 
that contains the high-order 32 bits of the dividend. 


Overflow occurs if the quotient is larger than a 32-bit unsigned integer. 
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Integer Instructions 


EOR (Exclusive OR Logical) 





Operation: Source “ Destination — Destination 
Assembler 

Syntax: EOR Dy, < ea >x 

Attributes: Size = Long 








Description 


Condition Codes 


Instruction Format 


Instruction Fields 


4-36 


Performs an exclusive OR operation on the destination operand using 
the source operand and stores the result in the destination location. 
Operation is specified as a longword. Source operand must be a data 
register. Destination operand is specified in the effective address field. 











ColdFire Family Programmer’s Reference Manual Rev. 1.0 


X N Z V C 
X—not affected 
N—set if the most significant bit of the result is set; cleared otherwise 
Z—-set if the result is zero; cleared otherwise 


V—always cleared 
C—always cleared 


2 i 0 


SFFECTVE ADDRESS 
EPL Ls LTD ee 


Register field—specifies the source data registers, Dy 








Effective Address field—specifies the destination operand. Use only 
those data alterable addressing modes listed in the following table : 


ADDRESSING ADDRESSING 
MODE REGISTER ~ * MODE REGISTER 
tf 


















reg. number:Ax 


ut 
et 








ae 
se a 
arm [= [= 





MOTOROLA 


Integer Instructions 


EORI (Exclusive OR Immediate) 


Description 


Operation: Immediate Data ® Destination — Destination 
Assembler 

Syntax: EORI # < data > , Dx 

Attributes: Size = Long 


Performs an exclusive-OR operation on the destination operand using 
the immediate data and the destination operand and stores the result in 
the destination location. The operation size is specified as a longword. 





Condition Codes 


Instruction Format 


Instruction Fields 


MOTOROLA 


X N Z V C 
pe We Ie SO SO r 4 
X—not affected 
N—set if the most significant bit of the result is set; cleared otherwise 
Z-—set if the result is zero; cleared otherwise 


V—always cleared 
C—always cleared 





15 14 13 #1 #11 £10 9 8 7 6 5 4 3 2 141 #0 


ropoTole[ 1] e[1[olt]o] ole] 0] AEGSTER | 







Register field—destination data register, Dx 
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Integer Instructions 


EXT, EXTB (Sign Extend) 








Operation: Destination Sign-Extended — Destination 
Assembler 
Syntax: EXT.W Dx extend byte to word 
EXT.L Dx extend word to longword 
EXTB.L Dx extend byte to longword 
Attributes: Size = Word, Long 








Description 


Condition Codes 


Instruction Format 


Extends a byte in a data register to a word or a longword, or a word in a 
data register to a longword, by replicating the sign bit when the 
operation extends a byte to a word, bit 7 of the destination data register 
is copied to bits 15-8 of the data register. When the operation extends a 
word to a longword, bit 15 of the designated data register is copied to 
bits 31 — 16 of the data register. The EXTB form copies bit 7 of the 
designated register to bits 31 — 8 of the data register. 





X N Z V Cc 
i ee ee Oe 
X—not affected 
N—set if the result is negative; cleared otherwise 
Z—set if the result is zero; cleared otherwise 


V—always cleared 
C—always cleared 





15 14 #13 #12 #11 £10 #9 8 


E 0Oy- ae. "Be Bie (22 0 
pO} tT oto} tt oto} opmone [of of] o] ReGisTeR | 


Instruction Fields 


Opmode field—specifies the size of the sign-extension operation: 
010—sign-extend low-order byte of data register to word 
011—-sign-extend low-order word of data register to long 
111—-sign-extend low-order byte of data register to long 


Register field—specifies that the data register is to be sign-extended, 
Dx 





4-38 
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JMP (Jump) 


Integer Instructions 





Description 


Condition Codes 


Instruction Format . 


Operation: Target Address — PC 
Assembler 

Syntax: JMP <ea>y 
Attributes: — Unsized 


Program execution continues at the effective address specified by the 
instruction. The addressing mode for the effective address must be a 
control addressing mode. 


Not affected 





15 14 13 11 2 $4 0 


SECM ADDRESS 
MODE REGISTER 





Instruction Field 


Effective Address field—specifies the address of the next instruction; 
use only those control addressing modes listed in the following table: 


ADDRESSING ADDRESSING 
MODE REGISTER MODE REGISTER 
Je ee a Bie ae 
reg. number:Ay 


reg. number:Ay 
reg. number:Ay 
























(dyg,Ay) 
(dg,Ay, Xi) 








JSR (Jump to Subroutine) 





Operation: SP-—4-— SP; Next PC — (SP); Target Address — PC 
Assembler 

Syntax: JSR < ea >y 

Attributes: Unsized 





MOTOROLA 


Continued on next page 
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Integer Instructions 


JSR (Jump to Subroutine), Continued 





Description Pushes the longword address of the instruction immediately following 
the JSR instruction onto the system stack. Program execution then 
continues at the address specified in the instruction. 




















Condition Codes Not affected 
Instruction Format 
14 #13 «#12 = «174 2 1 0 
SINE ADDRESS 
MODE REGISTER 
Instruction Field Effective Address field—specifies the address of the next instruction; 
use only those control addressing modes listed in the following table: 


ADDRESSING 
MODE a 









ADDRESSING 7 
MODE REGISTER 
ane se 



















(dyg,Ay) 101 reg. number:Ay 
(dg,Ay,Xi) | 110 | reg. number:Ay 
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Integer Instructions 


LEA (Load Effective Address) 





Operation: Effective Address— Destination 
Assembler 

Syntax: LEA < ea >y, Ax 

Attributes: Size = Long 

















Description Loads the effective address into the specified address register. This 
instruction affects all 32 bits of the address register. 
Condition Codes Not affected 
Instruction Format 
1413 12 11 2 2 0 
EOE ADDRESS 
Lye [ey ee TTT yor | REST 
Instruction Fields Register field—specifies the destination address register, Ax 
Effective Address field—specifies the address to be loaded into the 
address register; use only those control addressing modes listed in the 
following table: 
ADDRESSING ADDRESSING 
ec REGISTER MODE a 
oo 
ime ee ers 
i an ae 
reg. number:Ay 
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Integer Instructions 


LINK (Link and Allocate) 





Description 


Condition Codes 


E> Instruction Format 


Instruction Fields 


Operation: SP-—4-— SP; Ax — (SP); SP — Ax; SP +d)¢ — SP 


Assembler 


Syntax: LINK Ax, # < displacement > 
Attributes: Size = Word 





Pushes the contents of the specified address register onto the stack; then 
loads the updated stack pointer into the address register. Finally, adds 
the displacement value to the stack pointer. The displacement is the 
sign-extended word following the operation word. 





Not affected 





16 14 13 12 WW #10 9 8 FY 6 5 4 3 2 4 


0 
roT+ [ool t[t[t]o[o[ +] 0] 1] 0] AEGSTER 


Register field—specifies the address register for the link 


Displacement field—specifies the two’s-complement integer to be 
added to the stack pointer 





LSR, LSL (Logical Shift Right, Left) 


Description 





Operation: Destination Shifted By Count — Destination 
Assembler 
Syntax: LSd Dy,Dx; LSd # < data > ,Dx 
where d is direction, L or R 
Attributes: Size = Long 





Shifts the bits of the operand in the direction specified (L or R). The 
carry bit receives the last bit shifted out of the operand. The shift count 
for the shifting of a register is specified in two different ways: 
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Integer Instructions 


LSR (Logical Shift), Continued 


Description 1. Immediate— shift count (1 — 8) is specified in the instruction 
(Continued) 
2. Register— shift count is the value in the data register specified in the 
instruction modulo 64 


The LSL instruction shifts the operand to the left the number of 

positions specified as the shift count. Bits shifted out of the high-order 

bit go to both the carry and the extend bits; zeros are shifted into the 
low-order bit. 


OPERAND 








LSL: 
The LSR instruction shifts the operand to the right the number of 
positions specified as the shift count. Bits shifted out of the low-order 
bit go to both the carry and the extend bits; zeros are shifted into the 
' high-order bit. 
ore 
LSR: 





Condition Codes 
X N Z V C 
aca IS (a 
X—set according to the last bit shifted out of the operand; unaffected 
for a shift count of zero 
N—-set if the result is negative; cleared otherwise 


Z—set if the result is zero; cleared otherwise 


V—always cleared 
C—set according to the last bit shifted out of the operand; cleared for a 


shift count of zero 
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Integer Instructions 


LSR (Logical Shift), Continued 





Instruction Format 
14 #13 #12~«274 0 


18 0 9 8 7 6 6 4 3 2 1 «0 
COUNT/ 
Ee eae eee | 


Instruction Fields Count/Register field | 
, If i/r = 0, this field contains the shift count; values 1 — 7 
represent shifts of 1 — 7; value of 0 specifies shift count of 8 








If i/r = 1, data register specified in this field contains shift count 
(modulo 64), Dy 


dr field—specifies the direction of the shift: 
O0—shift right 
1—shift left 


i/r field 
0—immediate shift count 
1—+register shift count 


Register field—specifies the destination data register to be shifted,Dx 





4-44 ColdFire Family Programmer’s Reference Manual Rev. 1.0 MOTOROLA 


Integer Instructions 


MOVE, MOVEA (Move Data from Source to Destination) 


Description 





Operation: Source > Destination 
Assembler 


Syntax: MOVE <ea>y , < ea >x; MOVEA <ea>y, Ax 


Attributes: Size = Byte, Word, Long 








Moves the data at the source to the destination location and sets the 
condition codes according to the data. The size of the operation may be 


specified as byte, word, or longword. 





Condition Codes 


Instruction Format 


X N Z V C 
X—not affected 
N—set if the result is negative; cleared otherwise 
Z-—set if the result is zero; cleared otherwise 


V—always cleared 
C—always cleared 


16 14 18 


1i 10 9 8 7-6 5 4 3 2 14 #0 


12 
SIZE DESTINATION SOURCE 
REGISTER MODE MODE REGISTER 





Instruction Fields 


Size field—specifies the size of the operand to be moved: 


01—byte operation 
11—word operation 
10—1long operation 


Destination Effective Address field—specifies the destination location; 
the possible data alterable addressing modes are listed in the table 
below. The ColdFire MOVE instruction has restrictions on 
combinations of source and destination addressing modes. 





MOTOROLA 
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Continued on next page 
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Integer Instructions 


MOVE, MOVEA (Move Data from Source to Destination), _ 



































































































Continued 
Instruction Fields 
(Continued) 

ADDRESSING ADDRESSING ; 
‘yor | wor | vecsren | | oo | wooe | ascisren | 
orf ow [ree nobero | [pean [at mo 
a 
rts [= 

Gi ere) | 
ep arom [= |_| 
“If the destination is an address register, condition codes are unaffected. Some 
assemblers accept the MOVEA mneumonic to designate this slight difference. 
Source Effective Address field—specifies the source operand; the 
possible addressing modes are listed in the table below. The ColdFire 
MOVE instruction has restrictions on combinations of source and 
destination addressing modes. The table shown below outlines the 
restrictions. 
([Pitoe"® [noe [_seasren | [Mose [ oe | seca | 
MODE REGISTER MODE REGISTER 
a 
a ea 
ud 
a 
ote a7 





Most assemblers use MOVEA when the destination is an address 
register. Use MOVEQ to move an immediate 8-bit value to a data 
register. Not all combinations of source/destination addressing modes 
are possible. The next table shows the possible combinations. 





Continued on next page 
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- Integer Instructions 


MOVE, MOVEA (Move Data from Source to Destination), 





Continued 

Note 

Comin) 
Dy, Ay he 


(dig, Ay), (d16, PC) All possible except (dg, Ay, Xi), (xxx).W, (xxx).L 


All possible except (dg, Ay, Xi), (4g, Ay), (xxx).W, 


(d8, Ay, Xi), (d8, PC, Xi), (xxx).W, (XxX).L, #<xxx> 
(xxx).L 





Refer to the previous tables for valid source and destination addressing 
modes. 





MOVE from CCR (Move from the Condition Code Register) 





Operation: CCR -— Destination 
Assembler 

Syntax: MOVE CCR, Dx 
Attributes: Size = Word 


Description Moves the condition code bits (zero-extended to word size) to the 
destination location. The operand size is a word. 








Condition Codes Not affected 











Instruction Format 
15 14 #13 #12 #11 #10 9 8 «FTF 6 § 4 3 2 4 


0 
POL tr fof ofofojysfotty it] of oj} oy Reaister | 





Instruction Fields Register field—specifies the destination data register, Dx 
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Integer Instructions 


MOVE to CCR (Move to Condition Code Register) 


Operation: Source > CCR 

Assembler 

Syntax: MOVE, Dy ,CCR; MOVE #<data>, CCR 
Attributes: Size = Word 


Description | Moves the low-order byte of the source operand to the condition code 
register. The upper byte of the source operand is ignored; the upper 
byte of the status register is not altered. 





Condition Codes 
X N Z V C 
E> Bae meee ee ee 
X—set to the value of bit 4 of the source operand 
N—set to the value of bit 3 of the source operand 
Z—-set to the value of bit 2 of the source operand 


V—-set to the value of bit 1 of the source operand 
C—set to the value of bit 0 of the source operand 


Instruction Format 


15 14 12 «11 2.61 0 


oT ADDRESS - 
MODE REGISTER 


Instruction Field Effective Address field—specifies the location of the source operand; 
use only those data addressing modes listed in the following table: 


ADDRESSING 
MODE REGISTER 





ADDRESSING 
MODE REGISTER 












(dg,Ay,Xi) 
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Integer Instructions 


MOVEM (Move Multiple Registers) 


Description 


Condition Codes 


Instruction Format 


Instruction Fields 


MOTOROLA 


Operation: Registers — Destination 
Source — Registers 
Assembler 
Syntax: MOVEM < list >, < ea>x; MOVEM < ea >y, < list > 
Attributes: Size = Long 


Moves the contents of selected registers to or from consecutive memory 
locations starting at the location specified by the effective address. A 
register is selected if the bit in the mask field corresponding to that 
register is set. 


The registers are transferred starting at the specified address, and the 
address is incremented by the operand length (4) following each 
transfer. The order of the registers is from DO to D7, then from AO to 
A7. 





Not affected 
14 18 11-10 2 1 #0 
EOE ADDRESS 
MODE REGISTER 
REGISTER LIST MASK 





dr field—specifies the direction of the transfer: 
0—register to memory 
1—memory to aa 


Effective Address feld—specifes the memory address for register-to- 
memory transfers 








Continued on next page 
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Integer Instructions 


MOVEM (Move Multiple Registers), Continued 








Instruction Fields 
(Continued) 


(d4g,PC) 
(dg,Ay,Xi) (dg,PC,Xi) 














For memory-to-register transfers, use addressing modes listed in the 
following tables: 


ADDRESSING 
MODE REGISTER 
Dx _ —_ 

















Ax _ - 
(Ax) 010 reg. number:Ax 
(Ax) + _ _ 
— (Ax) _ - 
(dyg,Ax) 101 reg. number:Ax 
wan [= | = 





Register List Mask field—specifies the registers to be transferred. The 
low-order bit corresponds to the first register to be transferred; the high- 
order bit corresponds to the last register to be transferred. The mask 
correspondence is shown below. 


18 14 #13 #12 «#11 = #10 
7 


9 8&6 7. 6-°:5 4 3 2 1 0 
[AT | A6 | AS | Aa | Ad | a2 | At | AO | D7 | D6{ D5 | D4{ D3} be | DI | DO | 
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Integer Instructions 


MOVEQ (Move Quick) 


Description 


Condition Codes 


Instruction Format 


Instruction Fields 


MOTOROLA 


Operation: Immediate Data > Destination 
Assembler 
Syntax: MOVEQ # < data > ,Dx . 


Attributes: Size = Long 


Moves a byte of immediate data to a 32-bit data register. The data in the 
8-bit field within the operation word is sign- extended to a long operand 
in the data register as it is transferred. 





X N Z V C 
ee ie ae Oe 0] i 
X—not affected 
N—set if the result is negative; cleared otherwise 
Z—set if the result is zero; cleared otherwise 


V—always cleared 
C—always cleared 





1 14 13 #12 #1 £10 9 8 FY 6 6 4 3 2 14 #90 


Po[ty + [1] easter [oT ——SaOASC~‘“‘~*~* 





Register field—specifies the destination data register, Dx 


Data field—8 bits of data, which are sign-extended to a long operand 
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Integer Instructions 


MULS (Signed Multiply) 





Operation: Source x Destination — Destination 

Assembler 

Syntax: -MULS.L < ea >y ,Dx 32 x 32 — 32 
MULS.W <ea >y ,Dx 16 x 16 — 32 

Attributes: Size = Word, Long 


Description Multiplies two signed operands yielding a signed result. This 
instruction has a word operand form and a long operand form. 


In the word form, the multiplier and multiplicand are both word 
operands, and the result is a longword operand. A register operand is 
the low-order word; the upper word of the register is ignored. All 32 
bits of the product are saved in the destination data register. 


In the long form, the multiplier and multiplicand are both longword 
operands. The destination data register stores the low order 32-bits with 
the product. The upper 32 bits of the product are discarded. 





Condition Codes 
X N Z V C 
X—not affected 
N—set if the result is negative; cleared otherwise 
Z—set if the result is zero; cleared otherwise 


V—always cleared 
C—always cleared 





Instruction Format Word 


15 13 12 2.61 0 


FRESE ARES 
ne Tele devel oad MODE REGISTER 


Instruction Fields Register field—specifies the destination data register, Dx. 





Effective Address field—specifies the source operand; use only those 
data addressing modes listed in the following table: 





Continued on next page 
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Integer Instructions 


MULS (Signed Multiply), Continued 





























































Instruction Fields 
(Continued) ADDRESSING ADDRESSING 
MODE REGISTER MODE REGISTER 
a mnt 
a a a 
(Ay) reg. number:Ay 
(Ay) + reg. number:Ay 
— (Ay) | 100 | reg. number:Ay 
Gi GaP 
(ds,Ay,Xi) reg. number:Ay (ds,PC,Xi) 
Instruction Format Long 
14 11 10 4 3 2 1 #0 
EFFECTIVE ADDRESS 
- MODE - REGISTER 
ae REGISTER Dx ee po; oj}o] of ojo 
Instruction Fields Effective Address field—specifies the source operand; use only data 


addressing modes listed in the following table: 


ADDRESSING ADDRESSING 
MODE REGISTER MODE med 
Dy 000 reg. number:Dy 


,{-[ =| 


is [onto | 


reg. number:Ay 


(d;g,Ay) | tor | reg. number:Ay (dy¢,PC) 
wan |_| rom 











Register Dx field—specifies the destination data register; the 32-bit 
multiplicand comes from this register, and the low-order 32 bits of the 
product are loaded into this register. 
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Integer Instructions 


MULU (Unsigned Multiply) 





Operation: Source x Destination — Destination 
Assembler 
Syntax: MULULL < ea >y ,Dx 32 x 32 + 32 


MULU.W <ea>y ,Dx 16 x 16 — 32 
Attributes: Size = Word, Long 





Description Multiplies two unsigned operands yielding an unsigned result. This 
instruction has a word operand form and a long operand form. 


In the word form, the multiplier and multiplicand are both word 
operands, and the result is a long-word operand. A register operand is 
the low-order word; the upper word of the register is ignored. All 32 
bits of the product are saved in the destination data register. 


In the long form, the multiplier and multiplicand are both longword 
operands, and the destination data register stores the low order 32 bits 
of the product. The upper 32 bits of the product are discarded. 


Condition Codes 
au X N Z V C. 
X—not affected 
N—set if the result is negative; cleared otherwise 
Z-—set if the result is zero; cleared otherwise 


V—always cleared 
C—always cleared 








Instruction Format Word 


15 14 13 «12 2 1 0 


acne ADDRESS 
DDD PEEL woe | STE 


Instruction Fields Register field—specifies the destination data register as the destination 





Effective Address field—specifies the source operand; use only those 
data addressing modes listed in the following table: 











Continued on next page 
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MULU (Unsigned Multiply), Continued 


Instruction Fields 
(Continued) 






ADDRESSING 
MODE REGISTER 


<a reg. number:Ay 


reg. number:Ay 











t 
Pa 


100 reg. number:Ay 















(d4g,Ay) reg. number:Ay 


(dg,Ay,Xi) ie reg. number:Ay 





ADDRESSING 
MODE REGISTER 


Integer Instructions 








| fo). | | fo). | 111 





(dg,PC,Xi) 














Instruction Format 


Instruction Fields 


MOTOROLA 





EFFECTIVE ADDRESS 


cn REGISTER 


Effective Address field—specifies the source operand; use only data 
addressing modes listed in the following table: 





(dig,Ay) peas reg. number:Ay 





(dg,Ay,Xi) 





(dg,PC,Xi) 








Register Dx field—specifies a data register for the destination operand; 
the 32-bit multiplicand comes from this register, and the low-order 32 
bits of the product are loaded into this register. 
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4-55 








Integer Instructions 


NEG (Negate) 





Operation: 0 — Destination — Destination 
Assembler 

Syntax: NEG Dx 

Attributes: Size = Long 


Description Subtracts the destination operand from zero and stores the result in the 
destination location. The size of the operation is specified as a 
longword. 





Condition Codes 
X N Z V C 
X—-set the same as the carry bit 
N—set if the result is negative; cleared otherwise 
Z—-set if the result is zero; cleared otherwise 


V—set if an overflow occurs; cleared otherwise 
C—cleared if the result is zero; set otherwise 





Instruction Format . 
15 14 #13 #12 #1¢~«10 


9 8 F 6 5 4 3 2 1 0 
ptf oto; ots} ofot tf o}] of Of Of} REGISTER | 





Instruction Fields Register field - specifies the destination data register, Dx 





NEGX (Negate with Extend) 





Operation: 0 - Destination —- X — Destination 
Assembler 

Syntax: ' NEGX Dx 

Attributes: Size = Long 





Description Subtracts the destination operand and the extend bit from zero. Stores 
the result in the destination location. The size of the operation is 
specified as a longword. 
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Integer Instructions 


NEGX (Negate with Extend), Continued 


Condition Codes 


Instruction Format 


Instruction Fields 





X N Z V C 
X—-set the same as the carry bit 
N—set if the result is negative; cleared otherwise 
Z—cleared if the result is nonzero; unchanged otherwise 


V—set if an overflow occurs; cleared otherwise 
C—-set if a borrow occurs; cleared otherwise 





16 14 #13 #+12 «+11 +~«10 


9 8 FY 6 5 4 3 2 1 0 
Pr fotofofofof;ofsfojol of} oj Recister | @i 








Register field—specifies the destination data register, Dx 
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Integer Instructions 





NOP (No Operation) 
Operation: None 
Assembler 
Syntax: NOP 


Attributes: Unsized 


Description Performs no operation. The processor state, other than the program 
counter, is unaffected. Execution continues with the instruction 
following the NOP instruction. The NOP instruction does not begin 
execution until all pending bus cycles have completed. This 
synchronizes the pipeline and prevents instruction overlap. 


> Condition Codes Not affected 


Instruction Format 








15 14 #13 «+12 «611 ~=610 


2 ae ae ee ee 
Pifopottf{tf{tfofotitftsfafofofott| 





NOT (Logical Complement) 





Operation: _~ Destination — Destination 
Assembler 

Syntax: NOT Dx 

Attributes: Size = Long 





Description Calculates the logical complement of the destination operand and stores 
the result in the destination location. The size of the operation is 
specified as a longword. 


Condition Codes 
X N Z V C 
X—not affected 
N—set if the result is negative; cleared otherwise 
Z—-set if the result is zero; cleared otherwise 


V—always cleared 
C—always cleared 
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Integer Instructions 


NOT (Logical Complement), Continued 


























Instruction Format 
1 14 #13 #12 «+11 °£10 9 «8 =F 6 5 4 3 2 1 0 
PO} aT of opot sit fojy tf o} ofa} of} Recister | 
Instruction Fields Register field - specifies destination data register, Dx 
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Integer Instructions 


OR (Inclusive OR Logical) 





Operation: Source | Destination > Destination 
Assembler 
Syntax: OR Dy, < ea> x 

OR <ea>y ,Dx 


Attributes: Size = Long 


Description Performs an inclusive-OR operation on the source operand and the 
destination operand and stores the result in the destination location. The 
size of the operation is specified as a longword. The contents of an 
address register cannot be used as an operand. 





Condition Codes 
> X N Z V Cc 
Ea Bane eee 


X—not affected 

N—set if the most significant bit of the result is set; cleared otherwise 
Z-—set if the result is zero; cleared otherwise 

V—always cleared 

C—always cleared 








Instruction Format 
16 14 #13 #12 «11 «10 9 8 7 6 5 4 3 2 1 0 
EFFECTIVE ADDRESS 
ps [oof o REGISTER | OPMODE | — PrrECTVEADDRESS 
Instruction Fields Register field—specifies any of the 8 data registers 
Opmode field: 
LONG OPERATION 
010 <ea >y | Dx — Dx 
110 Dy |< ea>x > <ea >x 


Effective Address field—if the location specified is a source operand, 
use only those data addressing modes listed in the following table: 





Continued on next page 
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Integer Instructions 


OR (Inclusive OR Logical), Continued 








Instruction Fields 


(Continued) ADDRESSING ADDRESSING 
=e REGISTER MODE REGISTER 


reg. | reg. number:Dy | | reg. number:Dy | 


010 reg. number:Ay 


reg. number:Ay 
reg. number:Ay 


(dyg,Ay) 01 | reg. number:Ay 


(dg,Ay, Xi) reg. number:Ay 





(dyg,PC) 
(dg,PC,Xi) 

















memory alterable addressing modes listed in the following table: 


ADDRESSING ADDRESSING 
MODE REGISTER MODE REGISTER 
Dx 


Rest ee 
2 
oo sea 

reg. number:Ax 
: 
et [or [na 
(dg,Ax,Xi) | 110 | reg. number:Ax | (ds,PC,Xi) 


If the location specified is a destination operand, use only those i 




















Note 
If the destination is a data register, specify using the destination Dx 


mode, not the destination < ea > mode. 
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Integer Instructions 


ORI (Inclusive OR Immediate) . 








Operation: Immediate Data | Destination — Destination 
Assembler 
Syntax: ORI # < data > , Dx: 
Attributes: Size = Long 
Description Performs an inclusive-OR operation on the immediate data and the 


destination operand and stores the result in the destination location. The 
size of the operation is specified as a longword. The size of the 
immediate data is specified as a longword. 








Condition Codes 
XN Z V C 
See ae ey Oe = Oe 
X—not affected 
N—set if the most significant bit of the result is set; cleared otherwise 
Z—set if the result is zero; cleared otherwise 


V—always cleared 
C—always cleared 









Instruction Format 
16 14 «#18 «12«211:«010:«=«#d} Ss CF hl lhCULGKlhLUCULHKhLhLCUL hLlUL lL 
roT oT OT oO; oO] o[o];o|1][0]| 0] 0] 0] AEGSTER | 
Instruction Fields Register field—destination data registers, Dx 
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Integer Instructions 


PEA (Push Effective Address) 





Operation: SP-4-—SP;<ea>y —- (SP) 
Assembler 

Syntax: PEA <ea>y 

Attributes: Size = Long 


Description Computes the effective address and pushes it onto the stack. The 
effective address is a long address. 








Condition Codes Not affected 





Instruction Format 
15 13 11 10 2 1 0 qi 
SECINE ADDRESS 
CRICICUEICICICICIEN Woe | REOSTER 


Instruction Field Effective Address field—specifies the address to be pushed onto the 
stack; use only those control addressing modes listed in the following 


table: 
ADDRESSING ADDRESSING 
MODE REGISTER MODE REGISTER 
ae 
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Integer Instructions 


RTS (Return from Subroutine) 








Operation: (SP) — PC; SP + 4-5 SP 
Assembler 

Syntax: RTS 

Attributes: Unsized 


Description . Pops the program counter value from the stack. The previous program 
counter value is lost. pa 





Condition Codes Not affected 


Instruction Format 
15 . 13. 12 a rene 
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Scc (Set Accord 


integer Instructions 


ing to Condition) 








Operation: If Condition True 
Then 1s — Destination 
Else Os > Destination 

Assembler 

Syntax: Scc Dx 

Attributes: Size = Byte 





Description 





Tests the specified condition code; if the condition is true, sets the 
lowest byte of the destination data register to TRUE (all ones). 
Otherwise, sets that byte to FALSE (all zeros). Condition code cc 
specifies one of the following conditional tests: 


[—WeNONE [CONDON] [—wEwO CONDITION 
























Less or Equal 





Condition Codes 





Not affected 





Instruction Format 





15 14 #13 #12 #11 #1 9 « 8 


7 6 5 4 3 2 1 0 
Papo 1] conomion [rT apo] o] 0] AGGSTER | 





Instruction Fields 


Condition field—binary code for one of the conditions listed in the 
table 


Register field—specifies the destination data register, Dx 
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Integer Instructions 


SUB (Subtract) 











Operation: — Destination —- Source — Destination 
Assembler 
Syntax: SUB Dy, < ea >x 


SUB <ea>y ,Dx 
Attributes: Size = Long 


Description . Subtracts the source operand from the destination operand and stores 
the result in the destination. The size of the operation is specified as a 
long- word. The mode of the instruction indicates which operand is the 
source and which is the destination. 


Condition Codes 
@ —— 
eo he, a ee 


X—set to the value of the carry bit 

N—set if the result is negative; cleared otherwise 
Z—-set if the result is zero; cleared otherwise 

V—-set if an overflow is generated; cleared otherwise 
C—-set if a borrow is generated; cleared otherwise 








Instruction Format 
15 14 #13 #12 #d £10 9 «8 #7 6 5 4 8 2 4 90 
| EFFECTIVE ADDRESS 
Instruction Fields Register field—specifies any of the 8 data registers 
Opmode field: 
LONG OPERATION 
010 Dx-< ea >y > Dx 
110 <ea>x - Dy > < ea >x 


Effective Address field—Determines the addressing mode; if the 
location specified is a source operand, use addressing modes listed in 
the following table: 








Continued on next page 


4-66 ColdFire Family Programmer’s Reference Manual Rev. 1.0 MOTOROLA 


Integer Instructions 


SUB (Subtract), Continued 


Instruction Fields 


(Continued) 






ADDRESSING 
MODE REGISTER 


(xxx).W 


OL ee 
MODE REGISTER 

9 
eon niet 
reo i 


(dg,Ay,Xi) reg. number:Ay (dg,PC.Xi) 111 011 


If the location specified is a destination operand, use only those 
memory alterable addressing modes listed in the following table: 


ADDRESSING ADDRESSING 
MODE REGISTER MODE REGISTER 


ee a 
Ei on 


= L 11 

a 
ero) | - | - | 
roxy | - | oo- 


























































(Ax) + 011 
— (Ax) 100 reg. number:Ax 
(dig,Ax) 
(dg,Ax,Xi) 


reg. number:Ax 




















reg. number:Ax 


reg. number:Ax 





















Note: 


If the destination is a data register, it must be specified as a destination 
Dx address, not as a destination < ea >x address. 





SUBA (Subract Address) 


MOTOROLA 





Operation: Destination — Source > Destination 
Assembler 

Syntax: SUBA < ea>y ,Ax 

Attributes: Size = Long 


Continued on next page 
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Integer Instructions 


SUBA (Subtract Address), Continued 


Description 


Condition Codes 


Instruction Format 


> Instruction Fields 


Subtracts the source operand from the destination address register and 
stores the result in the address register. The size of the operation is 
specified as a longword. 


Not affected 


1 #14 «#18 5 4 3 2 1 0 


2 11 10 9 8 7 6 
EFFECTIVE ADDRESS - 
pepe f | reser [st] | goges | aera 


Register field—specifies the destination address register, Ax 


Effective Address field—specifies the source operand; use addressing 


modes listed in the following table: 
ADDRESSING 
MODE REGISTER REGISTER 
Dy 000 


reg. number:Dy 
Ay 001 


011 





ADDRESSING 
MODE 














reg. number:Ay 





reg. number:Ay 










ero _| A 
(dg,PC,Xn) 011 


reg. number:Ay 











reg. number:Ay 











(d46,Ay) 101 | reg. number:Ay 


(dg,Ay,Xn) 110 














reg. number:Ay 





SUBI (Subtract Immediate) 


Description 


Operation: Destination — Immediate Data > Destination 


Assembler 
Syntax: SUBI # < data > , Dx 
Attributes: Size = Long 








Subtracts the immediate data from the destination operand and stores 
the result in the destination location. The size of the operation is 
specified as a longword. 
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Integer Instructions 


SUBI (Subract Immediate), Continued 





Condition Codes 


X N Z V C 
X—set to the value of the carry bit 
N—set if the result is negative; cleared otherwise 
Z—set if the result is zero; cleared otherwise 


V—set if an overflow occurs; cleared otherwise 
C—set if a borrow occurs; cleared otherwise 





Instruction Format 


16 14 #13 #12 #%W4 10 9 8 7 6 5 4 


2D) P.O 
Poj;ofojotof{ifojo}+{o} of} of ol} REGISTER | @ 
LOWER WORD OF IMMEDIATE DATA 





UPPER WORD OF IMMEDIATE DATA 

















Instruction Fields Register field—specifies the destination data register, Dx 
SUBQ (Subtract Quick) 
Operation: Destination — Immediate Data > Destination 
Assembler 
Syntax: SUBQ # < data > , < ea >x 
Attributes: Size = Long 
Description Subtracts the immediate data (1 — 8) from the destination operand. The 


Condition Codes 


size of the operation is specified as a longword. When subtracting from 
address registers, the condition codes are not affected. 





X N Z V C 
X—-set to the value of the carry bit 
N—set if the result is negative; cleared otherwise 
Z-—set if the result is zero; cleared otherwise 


V—-set if an overflow occurs; cleared otherwise 
C—-set if a borrow occurs; cleared otherwise 
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Integer Instructions 


SUBQ (Subtract Quick), Continued 


Instruction Format 
14 2 1 0 


SFFECTIE ADDRESS 
PEED T = LET) eee 


Instruction Fields Data field—three bits of immediate data; 1 — 7 represent immediate 
values of 1 — 7, and 0 represents 8 


Effective Address field—specifies the destination location; use only 
those alterable addressing modes listed in the following table: 


ADDRESSING ADDRESSING 
a REGISTER MODE oe 


reg. number:Dx 

















reg. number:Ax 
reg. number:Ax 
reg. number:Ax 
reg. number:Ax 
reg. number:Ax 











reg. number:Ax 








101° 
(dg,Ax,Xi) 110 


SUBX (Subtract with Extend) 








Operation: Destination - Source — X — Destination 


Assembler 
Syntax: SUBX Dy,Dx 
Attributes: Size = Long 








Description Subtracts the source operand and the extend bit from the destination 
operand and stores the result in the destination. 





4-70 ColdFire Family Programmer’s Reference Manual Rev. 1.0 MOTOROLA 


integer Instructions 


SUBX (Subtract with Extend), Continued 


Condition Codes 


Instruction Format 


X N Zz V C 
X—set to the value of the carry bit 
N—set if the result is negative; cleared otherwise 
Z—cleared if the result is nonzero; unchanged otherwise 


V—set if an overflow occurs; cleared otherwise 
C—set if a borrow occurs; cleared otherwise 





1 14 #13 #12 «+11 «10 «9 








Instruction Fields 


8 7 6 5 4 3 2 1 0 
fifofoti] m fTitijpofofofoy wy | qi 
Dx field — specifies destination data register 


Dy field — specifies source data register 


SWAP (Swap Register Halves) 


Description 


MOTOROLA 





Operation: Register 31 — 16 <-— Register 15 —0 
Assembler 

Syntax: SWAP Dx 

Attributes: Size = Word 





Exchange the 16-bit words (halves) of a data register 





Continued on next page 
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Integer instructions 


SWAP (Swap Register Halves), Continued 





Condition Codes 
X N Z Vv C 
i Gee ee oe oe 
X—not affected 
N—set if the most significant bit of the 32-bit result is set; cleared 
otherwise 
Z—set if the 32-bit result is zero; cleared otherwise 


V—always cleared 
C—always cleared 











Instruction Format 
15 144 #13 #12 «11 «10 «9 8 7 6 &§ 4 3 2 1 = 0 
> ots Tovey eTove[ tel efo[ reasrer 
Instruction Field Register field—specifies the destination data register to swap, Dx 
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TRAP (Trap) 


Description 


Condition Codes 


Instruction Format 


Instruction Fields 


TRAPF (Trapf) 


integer Instructions 


Operation: 0O-—T-Bitof SR 
1 > S-Bit of SR 
SP - 4-5 SP; PC — (SP); SP -2— SP 
SR —- (SP); SSP — 2 — SP; Format/Vectort — (SP); 
Vector — PC 
Assembler 
Syntax: TRAP # < vector > 
Attributes: Unsized 


Causes a TRAP # < vector > exception. The instruction adds the 
immediate operand (vector) of the instruction to 32 to obtain the vector 
number. The range of vector values is 0 — 15, which provides 16 
vectors. The exception stack frame is stored at 0-modulo-4 memmory 
addresses. See Section 7 for more information about the operation of 
the self-aligning stack pointer. 





Not affected 


1 14 #13 #12 «+111 £1 #9 8 7 6 5 4 3 2 1 ~«0 


Oe FN 10 | Os aA SO] 0] AY 20 [Oe |e VECTOR: 2 





Vector field—specifies the trap vector to be taken 





Operation: No operation 


Assembler 

Syntax: TRAPF 
TRAPE.W #<data> 
TRAPE.L #<data> 


Attributes:  Unsized or Size = Word or Long 





Continued on next page 
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Integer Instructions 


TRAPF (Trapf), Continued 





Description 


This instruction performs no operation. It can be used to occupy 16, 32, 
or 48 bits in instruction space, and effectively provides a variable- 
length no operation instruction. 





Condition Codes 


Not affected 








Instruction Format 


1 14 #13 #12 «#11 «10 =«9 8 7 6 5 4 


3 2 1 0 
HE oP 










> Instruction Fields 


OPMODE field: 


010—instruction word followed by one extension word 
011—uinstruction word followed by two extension words 
100— instruction word without any additional extensions 





TST (Test an Operand) 





Operation: _— Destination Tested — Condition Codes 
Assembler | 
Syntax: TST <ea>y 

Attributes: Size = Byte, Word, Long 





Description 


4-74 


Compares the operand with zero and sets the condition codes according 
to the results of the test. The size of the operation is specified as byte, 
word, or longword. 


Continued on next page 
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TST (Test an Operand), Continued 


integer Instructions 





Condition Codes 


X N Z V C 
le ea NOI oO 


X—not affected 


N—set if the operand is negative; cleared otherwise 
Z—det if the operand is zero; cleared otherwise 


V—always cleared 
C—always cleared 





Instruction Format 
14 138 12 1 


Size field—specifies the size of the operation: 


Instruction Fields 
00—byte operation 
01—word operation 
10—longword operation 


2 1 0 
SHOE ADDRESS 
MODE REGISTER 


Effective Address field—specifies the addressing mode for the 
destination operand as listed in the following table: 













ADDRESSING 
MODE REGISTER 


[cot ener 
reg. number:Ay 
ea [101 rebar 


“Word and longword operations only 
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ADDRESSING 
MODE REGISTER 


eae oe 
cfr] 


nas 
ena (eee ea! 
Cr 
ce 
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Integer Instructions 


UNLK (Unlink) 








Operation: Ax — SP; (SP) — Ax; SP + 4-— SP 
Assembler 

Syntax: UNLK Ax 

Attributes: Unsized 


Description Loads the stack pointer from the specified address register, then loads 
the address register with the longword popped from the top of the stack. 























Condition Codes Not affected 
Instruction Format 
> 15 6 140¢«C«1Bs— 12s id DF 8 7 6 5 4 3 2 1 0 
POPs foftofyrt sts foot ry ots {4 |  ReGisteR 
Instruction Field Register field—specifies the address register destination, Ax 
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Section 5 
Supervisor (Privileged) Instructions 








Overview 
Introduction This section contains information about the supervisor (privileged) 
instructions for the ColdFire Family. Each instruction is described in 
detail with the instruction descriptions arranged in alphabetical order by 
instruction mnemonic. 
The supervisor instruction set has complete access to the user mode 
instructions in addition to those listed in Table 5-1. 
OPCODE SUPPORTED OPERAND SIZES ADDRESSING MODES 
cpus | —~Ss~«tsed SCYSCSSCSCS*d 
HALT SS 
MOVEtomSR | ——=SsWord—s=Csi‘*~*‘dCSC‘“‘<C~‘z SSC*’ 
Dy, SR 
MOVE 
ro Wee a 
STOP ee 
[worse Citongword ——CCCit 
MOVEC Instruction The MOVEC instruction providess access to the various control registers 


dealing with system-level functions. This includes all the configuration 
registers defining the address space as well as a single module base 
address register (MBAR) that provides the specification for the memory- 
mapped module configuration and control registers. The control register 
address, contained in bits [11:0] of the first extension word of the 
instruction, is defined in the next table. 
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Supervisor (Privileged) Instructions 


Overview, Continued 

















Table 5-2: CPU Space . 
Map > 
[Renta ——SSCS*S*C*REGISTER'DEFINTION = 
Access Control Register 0 (ACRO) 
' Any other address produces undefined results and should not be performed. 
2 Not accessible via MOVEC; accessible via the Debug interface, if present. 
ote 
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The actual control registers in a given design are dependent of the on- 


chip memory and module configurations. In addition, a ColdFire 
processor only supports write access to all the control registers 
accessed by the MOVEC instruction. 


MOTOROLA 


Supervisor (Privileged) Instructions 
CPUSHL (Push and Possibly Invalidate Cache) 


Operation: If Supervisor State, then if operand data, then 
push selected modified operand cache line 
if CPDI bit of CACR = 0, then 
invalidate selected cache line 
endif 
else if instruction data, then 
If CPDI bit of CACR = 1, then 
invalidate selected cache line 


endif 
endif 
else TRAP 
Assembler 
Syntax: CPUSHL , < ea >, (Ax) 


Attributes: Unsized 





invalidates the selected cache entries. If the addressed cache location 
contains modified data, the contents of the cache line are pushed to 
memory and the state of the line changed to simply “valid.” For any 
execution of this instruction, the addressed cache entry is then 
invalidated if the CDPI bit of the CACR register is cleared. Otherwise, 
the selected cache entry is unchanged. The CACR is accessed using the 
MOVE C instruction. 


Description The CPUSHL instruction pushes modified cache lines and possibly r 5 





Note 
In all cases, the cache set is defined by bits[n:4] of the Ax value, where 
the exact value of “n” is cache-size dependent. Thus, the ColdFire 
version of this instruction addresses a specific cache location using the 
Ax register. The basic algorithm is (total cache capacity in bytes/ 
associativity/16 bytes/line) defines the required range. For an 
MCF5202 cache, the calculation would be: 
(2048/4-way/16) =32 = 2 -> so, address range is [8:4]. 





Condition Codes Not affected 
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Supervisor (Privileged) Instructions 


CPUSHL (Push and Possibly Invalidate Cache), Continued 





Instruction Format 
15 14 13 12 #11 #10 9 8 7 6 5 4 


3 2 1 0 
PtP ap tt spotty ofvoty tt tt tf oft] Recister | 


Register field—specifies the destination data register, Ax 
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Supervisor (Privileged) Instructions 
HALT (Halt the CPU [Privileged]) 


Operation: If Supervisor State 
Then Halt the Processor Core 
Else Privilege Violation Exception 
Assembler 
Syntax: HALT 
Attributes: Unsized 


Description The processor core is synchronized (meaning all previous instructions 
and bus cycles are completed), and then halts operation. The 
processor’s halt status is signaled on the processor status output pins. If 
a “go” debug command is received, the processor resumes execution at 
the next instruction. 


If bit 10 of the Debug module’s configuration status register is asserted, 
execution of the HALT instruction in user mode is allowed. 


Condition Codes Not affected r 5 | 


Instruction Format 





16 14 #1 12~=«11 


10 9 8 7F 6 5 4 3 2 1 0 
poOe [tO Ont oe perp) Oop re) 0 8 oe 
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Supervisor (Privileged) Instructions 


MOVEC (Move Control Register) 








Operation: If Supervisor State 
Then Ry > Re 
Else Privilege Violation Exception 
Assembler 
Syntax: MOVEC Ry,Rc 
Attributes: Size = Long 








Description 


Moves the contents of the general register to the specified control 
register.This is always a 32-bit transfer even though the control register 
may be implemented with fewer bits. 





Condition Codes 


Instruction Format 


Instruction Fields. 


5-6 


Not affected 








16 14 13 12 4 10 9 8 7 6 5 4 3 2 1 0 
LOT ee oO fait) a ol od wpa cad Ot al 


A/D field—specifies the type of source register: 
0Q—data register 
1—address register 


Actual control registers in a given design can vary. Only the VBR exists 
in all ColdFire designs. Do not attempt access to undefined control 
register space as it could yield undefined results. Access to 
unimplemented, but defined, control registers produces undefined 
results. 


Register field—specifies the source register number, Ry 


Control Register field—specifies the control register 
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Supervisor (Privileged) Instructions 


MOVEC (Move Control Register) - 


Table 5-3: CPU Space 
Map 
Romo” | _____REGISTERDEFINTION =? 
$002 
$004 
$005 
soa 
sia 
$501 
soe? 
S60F 
$000 
$004 


$COF — |Module Base Address Register (MBAR) 
' Any other address produces undefined results and should not be performed. 
? Not accessible via MOVEC; accessible via the Debug interface, if present. 
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Supervisor (Privileged) Instructions 


RTE (Return from Exception) 











Operation: If Supervisor state then 
Test (SP); 
(SP) > SR; 4 (SP) > PC; SP + 8— SP 
Adjust stack according to format 
Else 
Privilege Violation Exception 
Assembler 
Syntax: RTE 
Attributes: Unsized 








Description Loads. the processor state information stored in the exception stack 
frame located at the top of the stack into the processor. The instruction 
examines the stack format field in the format/offset word to determine 
how much information must be restored. If the format field is illegal, 
the processor generates a format-error exception. 


E> Condition Codes Set according to the condition code bits in the status register value 
restored from the stack 


Instruction Format 
: 15 14 #13 #12 WW i110 9 8 2 1 0 


7 6 5 4 3 
POs [et] 20s 0. ele ea Op Ope re eee fete ee te 
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Supervisor (Privileged) Instructions 
MOVE from SR (Move from the Status Register) 


Operation: If Supervisor State 
Then SR — Destination 
Else Privilege Violation Exception 
Assembler 
Syntax: MOVE SR, Dx 
Attributes: Size = Word 


Description Moves the data in the status register to the destination location. The 
destination is word length. Unimplemented bits are read as zeros. 





Condition Codes Not affected 


Instruction Format 
15 14 #138 12 «(11 10 9 8 7 6 5 4 2 1 0 


3 
Pott ftototofotofoyi{ i} of o} of} REGISTER | y sl 








Register field—specifies the destination data register, Dx. 


MOVE to SR (Move to the Status Register) 





Operation: If Supervisor State 
Then Source > SR 
Else Privilege Violation Exception 
Assembler 
Syntax: MOVE <ea >y, SR 
Attributes: Size = Word 





Description Moves the data in the source operand to the status register. The source 
operand is a word, and all implemented bits of the status register are 
affected. 











Condition Codes Set according to the source operand 
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Supervisor (Privileged) Instructions 


MOVE to SR (Move to the Status Register), Continued 





Instruction Format 
15 11 10 9 5 4 3 2 1 0 


14 «#13 —=«12 8 7 6 
EFFECTIVE ADDRESS 
MODE REGISTER 


Instruction Field Effective Address field—specifies the location of the source operand; 
use only those data addressing modes listed in the following table. 


ADDRESSING REGISTER 
MODE 








Table 5-4; Effective 
Data Addressing 
Modes 


ADDRESSING 
MODE 


| tomy | — 
Lied 
| tedata> | itt | 
== 
Loud) 
za 
Ea 




















(dg,Ay,Xi) 
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Supervisor (Privileged) Instructions 


STOP (Load Status Register and Stop) 


Operation: If Supervisor State 
Then Immediate Data — SR; STOP the processor core 
Else Privilege Violation Exception 

Assembler 

Syntax: STOP # < data > 

Attributes: Size = word 





Description 


1. Moves the immediate operand into the status register (both user and 
supervisor portions 

2. Advances the program counter to point to the next instruction 

3. Stops the fetching and executing of instructions 


An interrupt or reset exception causes the processor to resume 

instruction execution. If an interrupt request is asserted with a priority 

higher than the priority level set by the new status register value, an 

interrupt exception occurs; otherwise, the interrupt request is ignored. 

External reset always initiates reset exception processing. In the 

ColdFire processors, the STOP command places the processor in a low- r 5 
power state. 





Condition Codes 


Instruction Format 


Set according to the immediate operand 





16 14 #13 #12 «11 


10 9 8 7 6 5 4 3 2 1 0 
a ae ae 





Instruction Fields 


Immediate field—specifies the data to be loaded into the status register 
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Supervisor (Privileged) Instructions 


WDEBUG (Write Debug Control Register) 








Operation: If Supervisor State 
Then Write Control Register 
Command Executed in Debug Module 
Else Privilege Violation Exception 
Assembler 
Syntax: WDEBUG <ea>y 
Attributes: Size = Long 





Description This instruction performs two functions. First, it fetches two 
consecutive long words from the memory location defined by the 
effective address. Second, it sends the operands to the ColdFire Debug 
module for execution as an instruction to write one of the Debug 
Control Registers (DRc). The memory location defined by the effective 
address must be on a longword address or the behavior of the operation 
is undefined. The debug command must be organized in memory as 
shown below. 


15 14 #13 #12 #1 «410 9 8 F7 6 5 4 3 2 14 90 












DATA(31:16] 
DATA[15:0] 


where: 


1. The first 16 bits define the “write debug register’’ command to the 
Debug module 

2. The low-order 4 bits (DRc) define the specific control register being 
written 

3. The 32-bit operand to be written is defined as data[31:0] 

4. The lower 16 bits of the second longword of the instruction are 
unused 





Condition Codes Not affected 





Instruction Format 
9 8 7 6 2 1 0 


11 10 
SFFECINE ADDRESS 
MODE REGISTER 
poo a pofotofototijt| 
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Supervisor (Privileged) Instructions 


WDEBUG (Write Debug Control Register), Continued 





Instruction Fields Effective Address field—determines the addressing mode for debug 


command location in memory. 
ADDRESSING 
MODE REGISTER 


ADDRESSING 
errant 
Penne 
Leese Ea 
| 
| 
fe 
ae 









ae ae eae ea 

a: el ae eel 

| AY) 010 reg. number: Ay | 

a aed ee eee | ees 
el i ee eee 
az) 





(dg, Ay, Xi) 
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Supervisor (Privileged) Instructions 


5-14 ColdFire Family Programmer’s Reference Manual Rev. 1.0 MOTOROLA 


Section 6 
Instruction Format Summary 


Overview 





Introduction This section contains a listing of the ColdFire Family instructions in 
binary format. 
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Instruction Format Summary 


Instruction Format 


Introduction 


Effective Address Field 


Shift Instruction 


Count Register Field 


The following paragraphs present a summary of the binary encoding 
fields. 


This field specifies which addressing mode is to be used. Some 
operations have hardware-enforced restrictions on the available 
addressing modes. 


The following paragraphs define the fields used with the shift 
instructions. 


If i/r = 0, this field contains the shift count of 1 — 8 (a zero specifies 8). 
If i/r = 1, this field specifies a data register that contains the shift count. 


The following shift fields are encoded as follows: 
dr field: 
0—shift right 
1—shift left 


i/t field: 
O0—immediate shift count 
1—register shift count 





Register Field 





This field specifies a data register to be shifted. 





Size Field 





This field specifies the size of the operation and is encoded as follows: 


00—byte operation 
01—-word operation 
10—long operation 








Opmode Field 


Refer to the applicable instruction descriptions for the encoding of this 
field. 
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Instruction Format Summary 
Instruction Format, Continued 


Address/Data Field This field specifies the type of general register and is encoded as 
follows: 
0—data register 
1—address register 
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Instruction Format Summary 








Operation Code Map 

Introduction Table 6-1 lists the encoding for bits 15 — 12 and the operation 
performed. 

Table 6-1: Operation 

Code Map 


eK 
ee 
Le 
ee 
ee 

ores 


MOVEQ 





ee 
a 
[soars] 











Opcodes The following opcodes are sorted by numeric value. 








Continued on next page 
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Instruction Format Summary 


Operation Code Map, Continued 









1. ORI 
15 14 13 12 #11 #10 9 8 7 6 5 4 3 2 1 0 
Polo oy oyolo[olo[ +o] ol o] 0] PEGSTER 
2. BTST BIT NUMBER DYNAMIC, SPECIFIED IN A REGISTER 
15 14 13 12 WW 10 9 8 7 6 5 4 3 2 1 0 
EFFECTIVE ADDRESS 
pefefefo} reseren | foo] voor | castes 
3. BCHG BIT NUMBER DYNAMIC, SPECIFIED IN A REGISTER 


15 14 «138~«12~=«Ssi‘i‘;) 8 BT UBL 8 
EFFECTIVE ADDRESS 
ofefofe] seomen ft] o] | ee] mcr 


4. BCLR BIT NUMBER DYNAMIC, SPECIFIED IN A REGISTER 
15 4 3 2 1 #90 


14 #13 #12 «11°10 9 8 FY 6 5 
EFFECTIVE ADDRESS 
MODE 


REGISTER @ 
5. BSET BIT NUMBER DYNAMIC, SPECIFIED IN A REGISTER 


16 14 13 12 11 #10 «9 4 3 2 1 0 


8 7 6 5 
EFFECTIVE ADDRESS 
efefefe] moms fet | sae | east 






























6. ANDI 
16 14 #13 #12 #1 £#é10 9 8 7 6 5 4 3 2 1 0 
role] o[t]o[1]o]o]o] 0] ReGsren | 
UPPER WORD OF IMMEDIATE DATA 
LOWER WORD OF IMMEDIATE DATA 
7. SUBI 


15 14 13 #12 #+%41 #10 49 «8 FY 6 5 4 3 2 1 0 


Of ofojyofojyr{o}ot1] of of oj] oy} Recister | 


UPPER WORD OF IMMEDIATE DATA 


LOWER WORD OF IMMEDIATE DATA 
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Instruction Format Summary 


Operation Code Map, Continued 


8. ADDI 


9. BTST 
10. BCHG 
11. BCLR 


12. BSET 


13. EORI 


6-6 


15 14 #13 #12 #=%i 10 9 8 FY 6 5 4 3 2 1 #90 


pot ofototot+{i+{oli}{o]oj ojo] Reaister 


UPPER WORD OF IMMEDIATE DATA 


LOWER WORD OF IMMEDIATE DATA 











oe bea nae pivaiies AS Diss tas DATA 


14 2 1 0 
EFFECTIVE ADDRESS 
MODE REGISTER 


Pofofofofelyosy 






BIT Boa ae peeing erties DATA 
15 14 #13 712 «11 


4 3 2 1 0 
EFFECTIVE ADDRESS 
MODE REGISTER 


rofefefofofelo| _erNwweER 









e. pra ia hairs AS piper DATA 
5 4 3 2 1 0 


15 
EFFECTIVE ADDRESS 
MODE REGISTER 


Pofepefepopeo| 









eh pease a laa = IMMEDIATE DATA 


11 § 4 3 2 1 0 
EFFECTIVE ADDRESS 
MODE REGISTER 


Pofefepefolo] 












15 14 13 12 #1 #10 9 8 FY 6 5 4 3 2 1 9 


pO} of ofotrfoftijol{s] oj} of} of} of[ ReGisteR | 


UPPER WORD OF IMMEDIATE DATA 


LOWER WORD OF IMMEDIATE DATA 
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Instruction Format Summary 
Operation Code Map, Continued 


14. CMPI 
15 14 #13 #12 «11°10 «9 8 FY 6 5 4 3 2 1 0 


roTolo]ol+]+][o]o|+]o][ 0] 0] 0] AEGSTER | 

















15. MOVE 
15 1 #10 9 8 F 6 6 4 3 2 1 0 


14 13 = 12 
DESTINATION SOURCE 
REGISTER MODE MODE REGISTER 





16. NEGX 
15 14 13 12 #«4=«=#10 «49 «86 FT 6 5 4 3 2 «41 0 


pot tft oy of} oj} of ofofsy{ of] of of} of REGISTER | 





17. MOVE from SR 
15 14 #13 #12 #«1«=£10 9 «8 FY 6 5&5 4 3 2 1 0 


pot tt of} ofofofojyoyrt if of of of} REGISTER | 


18. LEA @ 
15 14 #13 #12 #4 #10 9g 8 7 6 5 4 3 2 1 0 
EFFECTIVE ADDRESS 
po] fofo| reser | t/t] 1] one | ReeTeR 

















19. CLR 
15 14 #13 #12 «11 10 9 8 7 6 5 4 3 2 1 0 
1 EFFECTIVE ADDRESS 
MODE REGISTER 
20. MOVE from CCR 
15 14 13 12 1 #10 9 8 7 6 5 4 8 2 1 = 0 
PoTitofto};o;itofo} size | of] of o| REGISTER | 
21. NEG 


15 14 #13 12 #411 +~=«10 2 1 0 


9 8 7 6 5 4 3 
PoTi[opToyo[ifol[o[i]o]o] ol] AESSTER | 
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Instruction Format Summary 


Operation Code Map, Continued 


22. MOVE to CCR 
15 14 -13:«12:«11«10=« 7 GK kt 
1 
ol fefovet feted | reper) seosren 
23. NOT 
15 14 13 «12 «11°10 9 8 7 6 5 4 3 2 1 «0 
Pott fofofotr{t fot tfof;o] of oy] Recister | 
24. MOVE to SR . 
15 14 «13 «12:«11:«10: «9 =«28 7 6 5 4 38 2 «1 
EFFECTIVE ADDRESS 
MODE REGISTER 
25. SWAP 


15 14 #138 #12 #4«=#10 9 «8 7 6 &5§ 4 3 2 14 9 


Poti fofofttfojojo}oy tf of of o] REGISTER | 


26. PEA 
6 4 ee 
EFFECTIVE ADDRESS 
etttet et fed ed eyed | voor | rere 
























27. EXT, EXTB 
15 14 13 12 #11 410 9 8 7 6 5 4 3 2 1 0 
roti [opTo[ topo] oPmoxe [0] 0] 0] AEGISTER 
- 28. MOVEM 
15 14 13 12 #411 «410 9 8 7 6 5 4 3 2 1 0 
1 EFFECTIVE ADDRESS 
MODE REGISTER 
REGISTER LIST MASK 
29. TST 


15 14 #13 #12 «+11 ~=«10 4 3 2 1 0 


9 8 7 6.5 
EFFECTIVE ADDRESS 
eltfeved fe} fe] sm | sone] reacts 
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Instruction Format Summary 


Operation Code Map, Continued 


30. HALT 


31. PULSE 


32. ILLEGAL 


33. MULU.L 


34. MULS.L 


35. TRAP 


36. LINK 


37. UNLINK 


MOTOROLA 


15 14 13 12 11 10 


9 8 7 6 5 4 8 2 1 0 
Pott fofot tot tfotrt{tfPofott] of of ol 


16 14 #13 #12 «11 = = =«10 


9 8 7 6 5 4 3 2 1 0 
Eu ReET ER eER RES ER eee eee Ree 


16 14 #13 #12 #=+%t#10 #9 8 «FY & 5 4 


3 2 1 0 


pel DOs Oe | Os a ea | ae te [a 


15 14 13 4 


3 2 #1 0 


12 1 #10 9 8 7F 6 § 
EFFECTIVE ADDRESS 
MODE REGISTER 


| 0 | Reaistendx | o | of of of of of of of of of} of] a | 


15 14 13 12 11 = «10 


Po | REGRTERDY | TO | O 


9 


eo 


5 4 


$3 2 1 #0 


EFFECTIVE ADDRESS 
MODE REGISTER 











15 «614 «©130~=«612~=«dTs—isd10siFD 4 


8 7 6 5 
PcG fe MAP OG I Ae I AO [err Pes] 30) 


16 14 #13 12 #411 £#10 9 


3 2 1 
VECTOR 


fo] 


8 7 6 5 4 3 2 1 0 
Pott pofTot ttt tfofpotiy} of i} i] Recister | 


WORD DISPLACEMENT 





14 #13 #12 «#«t1«=6«10 0 =9« «8 5 4 


15 7 #66 
RE EREEERES Se ee Ree ES 


WORD DISPLACEMENT 





$.2 4 0 
| 1 | REGISTER 
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Instruction Format Summary 


Operation Code Map, Continued 


38. NOP 


39. STOP 


40. RTE 


41. RTS 


42. MOVEC 


43. JSR 
44, JMP 


45. ADDQ 


6-10 


15 #14 #13 #12 «12°10 #9 8 F7 6 5 4 3 2 4 9 


16 14 13 #12 #%$i 10 9 8 FY 6 5 4 3 2 1 0 


IMMEDIATE DATA 


16 14 13 12 #11 #10 9 8 7 6 5 4 3 2 1 0 


16 14 13 12 11 #10 9 8 F 6 5 4 383 2 4 O 


EEREE BEER REDE Reese eae 


15 14 #13 #12 «#«4«=61 9 8 7 6 5 4 3 2 1 #90 


RE REE EE ee eee eee eee 
CONTROL REGISTER 





16 14 13 12 1 #10 9 8 7 6 5 4 3 2 1 0 


EFFECTIVE ADDRESS 
MODE REGISTER 


15 «14 11.10 7 6 5 4 3 2 1 0 


13 12 9 8 
EFFECTIVE ADDRESS 
MODE REGISTER 





15 13 12 § 4 3 2 1 0 


14 1110 9 8 7 6 
EFFECTIVE ADDRESS 
efefep | om feted e) seo reacts 
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Instruction Format Summary 


Operation Code Map, Continued 


46. Scc 


47. TRAPF 


48. SUBQ 


49. BRA 


50. BSR 


51. Bee 


52. MOVEQ 


53. OR 


MOTOROLA 





14 #13 #12 «11°10 9 8 7 6 5 4 3 


= 
on 





16 14 13 #12 #% #10 #9 8 7 


6 5 4 3 2 1 0 
CER Enos 





2 


1 0 


EFFECTIVE ADDRESS 
tbe] sf coven Ys ft] wer rsre 





15 4 3 











15 14 13 #12 #+%41 «410 9 8 7 6 5 4 3 2 1 0 
Poli] +]o][o]o]o 0, @ IT DISPLACEMENT 

16-BIT DISPLACEMENT IF 8-BIT DISPLACEMENT = $00 
15 14 13 12 4 10 9 8 7 6 5 64 3 2 1 0 


POT att fo;ofo}o; i} ____ 88iTDISPLACEMENT 


16-BIT DISPLACEMENT IF 8-BIT DISPLACEMENT = $00 








1§ 14 13 12 #1 =#«10 9 8 7 6 5 4 3 2 1 =«0 
| o | 1 | 4 | 0 | CONDITION 8-BIT DISPLACEMENT 


16-BIT DISPLACEMENT IF 8-BIT DISPLACEMENT = $00 








14 #13 «12 «t)« «©6110 9 +8 FT 6 &§ 4 8 


15 
Pol t[1[1 | Aeaster 





16 4 3 
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EFFECTIVE ADDRESS 
ot fey ef om ep fey sear | rere 


2 


14 #73 #12 #@é10 9 8 %F 6 § 
EFFECTIVE ADDRESS 
pr ]ofo}o REGISTER OPMODE MODE REGISTER 


1 0 


1 0 
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Instruction Format Summary 


Operation Code Map, Continued 


54. SUB 


55. SUBX 


56. SUBA 


57. CMP 


58. EOR 


59. CMPA 


60. AND 


61. MULU.W 


6-12 








15 14 «13 4 8 


2 1 0 


12 11 #10 9 8 7F 6 5 
EFFECTIVE ADDRESS 
Pr fofofs REGISTER OPMODE MODE REGISTER 





15 14 #1 12 #11 1 9 8 FT 6 5 4 38 


2 1 
REGISTER Dx 


So 


REGISTER Dy 








— 
on 


14 #13 «12 


toy) 


5 4 3 


1110 9 8 7 
EFFECTIVE ADDRESS 
tfefep ey resem |e] st] yon acts 


2 1 


So 





15 14 13 4 3 


2 1 0 


2 11 10 9 8 7 6 5 
EFFECTIVE ADDRESS 
etsy] seseer Jol | 9] one peste 


15 14 13 = 12 4 3 


i 100 9 8 7F 6 5 
EFFECTIVE ADDRESS 
TTT Tem DT TT es 


15 14 #13 #12 ~#«1i4 8 7 6 5 4 3 


2 1 0 


REGISTER 


2 1 0 


10 9 
EFFECTIVE ADDRESS 
Bae ee MODE REGISTER 








14 13 4 3 


2.61 0 


15 12 #11 #10 9 $8 7 6 5 
EFFECTIVE ADDRESS 
pr fa folo REGISTER OPMODE MODE REGISTER 





16 14 18 4 8 


2 1 90 


2 1 1 9 8 7 6 5 
EFFECTIVE ADDRESS 
tf tfefe] reson fo] s] ¢| sone] ree 
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Instruction Format Summary 


Operation Code Map, Continued 

















62. MULS.W 
15 14 13 12 «11 2 1 0 
RECIINE ADDRESS 
Se cube oe are MODE REGISTER 
63. ADD 
15 14 13 12 1 2 1 0 
SESINE ADDRESS 
Boon REGISTER OPMODE MODE REGISTER 
64. ADDX 
15 14 13 12 10 
LT Le Lt [reser [TTL e Le LO [0 | RESTA 
65.ADDA 


16 14 13 2 1 0 


SFFECINE ADDRESS 
PDE E Ls [DT eae 


66. ASL, ASR REGISTER SHIFT 
15 14 «130¢«12=~«siat BT LULU U8 2 tO 
COUNT/ 
ea [Temes [0] Oh | 0 |e | creo 


67. LSL, LSR REGISTER SHIFT 
15 


1413 12 11°10 9 8 7 6 5 4 38 2 1 «0 
COUNT/ 
tt {+ fo] saree fe] +[efe |e] | caores 











68. WDDATA 
7 6 &5 4 3 2 1 =@ 


14 10 
EFFECTIVE ADDRESS 
MODE REGISTER 


15 14 #13 12. 11 = 10 








69. WDEBUG 


5 4 3 2 14 9 


9 8 7 6 
EFFECTIVE ADDRESS 
MODE REGISTER 
0 [0] 0) 20 [0] 8 |: 0: 
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Operation Code Map, Continued 





70. CPUSHL 
15 14 13 12 41 #10 «9 2 1 #0 


8 7 6 5 4 3 
pat at at stot r+} of oj sii i} oli] pecister 
pO} of of; of} ofojojojofofojofo}ojtiti| 
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Overview 


Introduction 


Section 7 
Exception Processing 





Exception processing is the activity performed by the processor in 
preparing to execute a special routine for any condition that causes an 
exception. Exception processing does not include execution of the routine 
itself. 


This section describes the processing for each type of integer unit 
exception, exception priorities, the return from an exception, and bus fault 
recovery. Also described are the formats of the exception stack frames. 





Exception Processing 
Basics 


Exception processing for ColdFire processors is streamlined for 
performance. Differences from previous 68000 Family processors 
include: 


¢ A simplified exception vector table 
* Reduced relocation capabilities using the vector base register 


¢ A single exception stack frame format 
* Use of a single self-aligning system stack r 7 
ColdFire 5200 processors use an instruction restart exception model but 


do require more software support to recover from certain access errors. 
See the subsection on Access Error Exception for details. 








MOTOROLA 
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Exception Processing 


Four Steps of Exception Processing 


Introduction Exception processing is comprised of four major steps and can be 
defined as the time from the detection of the fault condition until the 
fetch of the first handler instruction has been initiated. 





Step 1 First, the processor makes an internal copy of the SR and then enters 
supervisor mode by asserting the S-bit and disabling trace mode by 
negating the T-bit. The occurrence of an interrupt exception also forces 
the M-bit to be cleared and the interrupt priority mask to be set to the 
level of the current interrupt request. 





Step 2 Second, the processor determines the exception vector number. For all 
faults except interrupts, the processor performs this calculation based 
on the exception type. For interrupts, the processor performs an 
interrupt-acknowledge (IACK) bus cycle to obtain the vector number 
from a peripheral device. The IACK cycle is mapped to a special 
acknowledge address space with the interrupt level encoded in the 
address. 


Step 3 Third, the processor saves the current context by creating an exception 
stack frame on the system stack. ColdFire 5200 processors support a 
single stack pointer in the A7 address register; therefore, there is no 
notion of separate supervisor or user stack pointers. As a result, the 
exception stack frame is created at a 0-modulo-4 address on the top of 
the current system stack. 





Additionally, the processor uses a simplified fixed-length stack frame 
for all exceptions. The exception type determines whether the program 
counter placed in the exception stack frame defines the location of the 
faulting instruction (fault) or the address of the next instruction to be 
executed (next). 


Step 4 Fourth, the processor calculates the address of the first instruction of 
the exception handler. By definition, the exception vector table is 
aligned on a 1 Mbyte boundary. This instruction address is generated 
by fetching an exception vector from the table located at the address 
defined in the vector base register. 





Continued on next page 
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Exception Processing 
Four Steps of Exception Processing, Continued 


Step 4 (Continued) The index into the exception table is calculated as (4 x vector_number). 
Once the exception vector has been fetched, the contents of the vector 
determine the address of the first instruction of the desired handler. 
After the instruction fetch for the first opcode of the handler has been 
initiated, exception processing terminates and normal instruction 
processing continues in the handler. 


1024-Byte Vector Table | ColdFire 5200 processors support a 1024-byte vector table aligned on 
any 1 Mbyte address boundary (see Table 7-1). The table contains 256 
exception vectors where the first 64 are defined by Motorola and the 
remaining 192 are user-defined interrupt vectors. 


STACKED | 
VECTOR VECTOR 
NUMBER(S) OFFSET (HEX) Cinen ASSIGNMENT 
pT 8000 | iit stack pointer 
pot 8004 |= __iritiat program counter 
pT 8008 | Fatt [Access error | 
pT S00 Fault Address error 
legal instruction 
Soragoic | Reserved 
Next 


Table 7-1: Exception 
Vector Assignments 







| S014$01C 

Privilege violation 
a 
Unimplemented line-a opcode 
Unimplemented line-f opcode 
D 
R 














ebug interrupt 


ee 
$060 


5-7 
11 
13 
14 
15 


| Next 
$03C | Next ——_‘[Uninitialized interrupt 
| =~ [Reserved 
880 Sprouse 
| $064-$07C =| ~—sNext~—_—_—[Level 1-7 autovectored interrupts 
32-47 | $080-$0BC =| ~—s Next ~—s“([Trap # 0-15 instructions 
ees | socostro [Reward 
[S100 | ent [Userdetned riers 


“Fault” refers to the PC of the instruction that caused the exception 
“Next” refers to the PC of the next instruction that follows the instruction that caused the fault. 





Interrupt Sampling ColdFire 5200 processors inhibit sampling for interrupts during the first 

and ColdFire 5200 instruction of all exception handlers. This allows any handler to 

Rrocesore effectively disable interrupts, if necessary, by raising the interrupt mask 
level contained in the status register. 
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Exception Processing 


Exception Stack Frame Definition 








Introduction _ The exception stack frame is shown in Figure 7-1. The first longword of 
the exception stack frame contains the 16-bit format/vector word (F/V) 
and the 16-bit status register, and the second longword contains the 32- 
bit program counter address. 





Figure 7-1: Exception 
Stack Frame Form 31 2 


7 5 17 13) 0 
AZ — | FORMAT | FS[3:2]| VECTORIZ:0] | Feito) | STATUS REGISTER 
+$04 PROGRAM COUNTER(31:0] 





Three Unique Fields of 1. A 4-bit format field at the top of the system stack is always written 
- iy Peer with a value of {4,5,6,7} by the processor indicating a two-longword 
Senor frame format. See the following table. 


ORIGINAL A7 @ TIME OF | A7 @ 1ST INSTRUCTION 
a Lc 
[ot SSC~*d:CS*«tignad AT TC*d 
[0 | _Orgnalar-10__[ 6 
po riginata-19 | 
2. A 4-bit fault status field, FS[3:0], at the top of the system stack. This 

field is defined for access and address errors only and written as 
zeros for all other types of exceptions. See the following table. 


| rsa) | DEFINITION 
ee 










[i sepa 
Tie reed 
8 
[ro 
[| 









Error on operand read 
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Exception Processing 


Exception Stack Frame Definition, Continued 


Three Unique Fieldsof 3. The 8-bit vector number, vector[7:0], defines the exception type and 
the 16-Bit Format/ 


is calculated by the processor for all internal faults and represents 
Vector Word 
(Continued) the value supplied by the peripheral in the case of an interrupt. Refer 
to Table 7-1. 
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Exception Processing 


Processor Exceptions 





Access Error 
Exception: 
Instruction Fetch 


The exact processor response to an access error depends on the type of 
memory reference being performed. For an instruction fetch, the 
processor postpones the error reporting until the faulted reference is 
needed by an instruction for execution. Therefore, faults that occur 
during instruction prefetches that are then followed by a change of 
instruction flow will not generate an exception. 





Access Error 
Exception: 
Instruction with 
Faulted Opword 


When the processor tries to execute an instruction with a faulted 
opword and/or extension words, the access error will be signaled and 
the instruction aborted. For this type of exception, the programming 
model has not been altered by the instruction generating the access 
error. 





Access Error 
Exception: Operand 
Read 


If the access error occurs on an operand read, the processor 
immediately aborts the current instruction’s execution and initiates 
exception processing. In this situation, any address register updates 
attributable to the auto-addressing modes, {e.g., (An)+,-(An)}, will 
already have been performed. 


So, the programming model contains the updated An value. In addition, 
if an access error occurs during the execution of a MOVEM instruction 
loading from memory, any registers already updated before the fault 
occurs will contain the operands from memory. 








Access Error 
Exception: Operand 
Writes 


The ColdFire processor uses an imprecise reporting mechanism for 
access errors on operand writes. Because the actual write cycle may 
be decoupled from the processor’s issuing of the operation, the 
signaling of an access error appears to be decoupled from the 
instruction that generated the write. Accordingly, the PC contained in 
the exception stack frame merely represents the location in the program 
when the access error was signaled. 


All programming model updates associated with the write instruction 
are completed. The NOP instruction can collect access errors for writes. 
This instruction delays its execution until all previous operations, 
including all pending write operations, are complete. If any previous 
write terminates with an access error, it is guaranteed to be reported on 
the NOP instruction. 
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Exception Processing 
Processor Exceptions, Continued 


Address-Error Any attempted execution transferring control to an odd instruction 

Exception address (i.e., if bit 0 of the target address is set) results in an address- 
error exception. Any attempted use of a word-sized index register 
(Xn.w) or a scale factor of 8 on an indexed effective addressing mode 
generates an address error as does an attempted execution of a full- 
format indexed addressing mode (refer to the M68000 Programmer's 
Reference Manual for information on 680X0 family opcodes). 


Illegal Instruction The attempted execution of the $0000 and the $4AFC opwords 

Exception generates an illegal instruction exception. Additionally, the attempted 
execution of any line A and most line F opcode generates their unique 
exception types, vector numbers 10 and 11, respectively. ColdFire 5200 
processors do not provide illegal instruction detection on the extension 
words on any instruction, including MOVEC. If any other 
nonsupported opcode is executed, the resulting operation is undefined. 


Privilege Violation The attempted execution of a supervisor mode instruction while in user 
mode generates a privilege violation exception. This ColdFire 
Programmer's Reference Manual revision contains lists of supervisor- 
and user-mode instructions. 


Trace Exception To aid in program development, the ColdFire 5200 processors provide 
an instruction-by-instruction tracing capability. While in trace mode, 
indicated by the assertion of the T-bit in the status register (SR[15] = 
1), the completion of an instruction execution signals a trace 
exception. This functionality lets a debugger monitor program 
execution. 





The single exception to this definition is the STOP instruction. When 
the STOP opcode is executed, the processor core waits until an 
unmasked interrupt request is asserted, then aborts the pipeline and 
initiates interrupt exception processing. 


Because ColdFire processors do not support any hardware stacking of 
multiple exceptions, it is the responsibility of the operating system to 
check for trace mode after processing other exception types. As an 
example, consider the execution of a TRAP instruction while in trace 





Continued on next page 
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Exception Processing 


Processor Exceptions, Continued 





Trace Exception . mode. The processor will initiate the TRAP exception and then pass 

(Continued) control to the corresponding handler. If the system requires that a trace 
exception be processed, it is the responsibility of the TRAP exception 
handler to check for this condition (SR[15] in the exception stack frame 
asserted) and pass control to the trace handler before returning from the 
original exception. 





Debug Interrupt This exception is generated in response to a hardware breakpoint 
register trigger. The processor does not generate an IACK cycle but 
rather calculates the vector number internally (vector number 12). 








RTE and Format When an RTE instruction is executed, the processor first examines the 

Error Exceptions 4-bit format field to validate the frame type. For a ColdFire 5200 
processor, any attempted execution of an RTE where the format is not 
equal to {4,5,6,7} generates a format error. The exception stack frame 
for the format error is created without disturbing the original RTE 
frame and the stacked PC pointing to the RTE instruction. . 


The selection of the format value provides some limited debug support 
for porting code from 68000 applications. On 680x0 Family 
processors, the SR was located at the top of the stack. On those 
processors, bit[30] of the longword addressed by the system stack 
pointer is typically zero. Thus, if an RTE is attempted using this “old” - 
format, it generates a format error on a ColdFire 5200 processor. 





If the format field defines a valid type, the processor 


1. Reloads the SR operand 

2. fetches the second longword operand 

3. Adjusts the stack pointer by adding the format value to the 
auto-incremented address after the fetch of the first longword 

4. Transfers control to the instruction address defined by the second 
longword operand within the stack frame. 





TRAP Instruction The TRAP #n instruction always forces an exception as part of its 
Exceptions execution and is useful for implementing system calls. 
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Exception Processing 


Processor Exceptions, Continued 








Interrupt Exception 


Fault-on-Fault Halt 


Reset Exception 


The interrupt exception processing, with interrupt recognition and 
vector fetching, includes uninitialized and spurious interrupts as well as 
those where the requesting device supplies the 8-bit interrupt vector. 
Autovectoring may optionally be supported through the System 
Integration Module (SIM). 





If a ColdFire 5200 processor encounters any type of fault during the 
exception processing of another fault, the processor immediately halts 
execution with the catastrophic fault-on-fault condition. A reset is 
required to force the processor to exit this halted state. 











Asserting the reset input signal to the processor causes a reset 
exception. The reset exception has the highest priority of any 
exception; it provides for system initialization and recovery from 
catastrophic failure. Reset also aborts any processing in progress when 
the reset input is recognized. Processing cannot be recovered. 


The reset exception places the processor in the supervisor mode by 
setting the S-bit and disables tracing by clearing the T-bit in the SR. 
This exception also clears the M-bit and sets the processor’s interrupt 
priority mask in the SR to the highest level (level 7). Next, the VBR is 
initialized to zero ($00000000). The control registers specifying the 


operation of any memories (e.g., cache and/or RAM modules) 
connected directly to the processor are disabled. Ga 








Note 








Other implementation-specific supervisor registers are also 
affected. Refer to the specific user’s manual for details. 





Reset Exception 
(Continued) 








Once the processor is granted the bus and it does not detect any other 
alternate masters taking the bus, the core then performs two longword 
read bus cycles. The first longword at address 0 is loaded into the stack 
pointer and the second longword at address 4 is loaded into the 
program counter. After the initial instruction is fetched from memory, 
program execution begins at the address in the PC. If an access error or 
address error occurs before the first instruction is executed, the 
processor enters the fault-on-fault halted state. 
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Section 8 
S-Record Output Format 


Overview 


Introduction The S-record format for output modules is for encoding programs or data 
files in a printable format for transportation between computer systems. 
The transportation process can be visually monitored, and the S-records 
can be easily edited. 
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S-Record Output Format 


S-Record Content 


Introduction 





Visually, S-records are essentially character strings made of several 
fields that identify the record type, record length, memory address, 
code/data, and checksum. Each byte of binary data encodes as a two- 
character hexadecimal number: the first character represents the high- 
order four bits, and the second character represents the low-order four 
bits of the byte. Figure 8-1 illustrates the five fields that comprise an S- 
record. Table 8-1 lists the composition of each S-record field. 











Figure 8-1: Five Fields 


of an S-Record 


Table 8-1: Field 
Composition of an 
S-Record 





E> Downloading 


S-Records 


RECORD LENGTH] ADDRESS CODE/DATA CHECKSUM 





Type 2 S-record type—S0, $1, etc. 


















Code/Data From 0 to n bytes of executable code, memory 





28 (56 printable characters in the 
S-record). 












Checksum 


address, and the code/data fields. 





loadable data, or descriptive information. For compatibility with tele- 
typewriters, some programs may limit the number of bytes to as few as 


The least significant byte of the one’s complement of the sum of the val- 
ues represented by the pairs of characters making up the record length, 





FIELD PRINTABLE CONTENTS 
CHARACTERS 


Record Length 9 The count of the character pairs in the record, 
excluding the type and record length. 
Address 46.08 The 2-, 3-, or 4-byte address at which the data 
ae field is to be loaded into memory. 


When downloading S-records, each must be terminated with a CR. 
Additionally, an S-record may have an initial field that fits other data 
such as line numbers generated by some time-sharing systems. The 
record length (byte count) and checksum fields ensure transmission 


accuracy. 
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S-Record Output Format 


S-Record Types 


Types of S-Records 


Types of S-Record 
Format Modules 


MOTOROLA 





There are 8 types of S-records to accommodate the encoding, 
transportation, and decoding functions. The various Motorola record | 
transportation control programs (e.g., upload, download, etc.), cross 
assemblers, linkers, and other file creating or debugging programs, only 
use S-records serving the program’s purpose. For more information on 
support of specific S-records, refer to the user’s manual for that 
program. 


An S-record format module may contain S-records of the following 
types: 


SO—The header record for each block of S-records. The code/data 
field may contain any descriptive information identifying the 
following block of S-records. Under VERSAdos, the resident 
linker IDENT command can be used to designate module 
name, version number, revision number, and description 
information that will make up the header record. The address 
field is normally zeros. 


SI—A record containing code/data and the 2-byte address at which 
the code/data is to reside. 


S2—A record containing code/data and the 3-byte address at which 
the code/data is to reside. 


S3—A record containing code/data and the 4-byte address at which 
the code/data is to reside. 


S5—A record containing the number of S1, $2, and S3 records 
transmitted in a particular block. This count appears in the 
address field. There is no code/data field. 


S7—A termination record for a block of S3 records. The address 
fieldmay optionally contain the 4-byte address of the 
instruction to which control is to be passed. There is no code 
/data field. 


S8—A termination record for a block of S2 records. The address 
field may optionally contain the 3-byte address of the 
instruction to which control is to be passed. There is no code 
/data field. 





Continued on next page 
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S-Record Output Format 


S-Record Types, Continued 








Types of S-Record S9—A termination record for a block of $1 records.:The address 
Ca field may optionally contain the 2-byte address of the 


instruction to which control is to be passed. Under 
VERSAdos, the resident linker ENTRY command can be used 
to specify this address. If this address is not specified, the first 
entry point specification encountered in the object module 


Each block of S-records uses only one termination record. S7 and S8 
records are only active when control passes to a 3- or 4-byte address; 
otherwise, an S9 is used for termination. Normally, there is only one 
header record, although it is possible for multiple header records to 
occur. 
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S-Record Output Format 


S-Record Creation 


Introduction 


S-Record Format 
Module Example 


MOTOROLA 


Dump utilities, debuggers, a VERSAdos resident linkage editor, or 
cross assemblers and linkers produce S-record format programs. On 
VERSAdos systems, the build load module (MBLM) utility builds an 
executable load module from S-records. It has a counterpart utility in 
BUILDS that creates an S-record file from a load module. 


Programs are available for downloading or uploading a file in S- record 
format from a host system to an 8- or 16-bit microprocessor- based 
system. 


A typical S-record format module is printed or displayed as follows: 


S00600004844521B 
$1130000285F245F2212226A000424290008237C2A 
$11300100002000800082629001853812341001813 
$113002041E900084E42234300182342000824A952 
$107003000144ED492 

S9030000FC 


The module has an SO record, four S1 records, and an S9 record. The 
following character pairs comprise the S-record format module. 


SO Record: 


SO—S-record type SO, indicating that it is a header record 

06—Hexadecimal 06 (decimal 6), indicating that six character 
pairs (or ASCII bytes) follow 

0000—A 4-character, 2-byte address field; zeros in this example 

48—ASCII H r 8 

44—-ASCII D 

52—ASCII R 

1B—The checksum 





First SI Record: 


S1—S-record type S1, indicating that it is a code/data record to be 
loaded/verified at a 2-byte address 

13—Hexadecimal 13 (decimal 19), indicating that 19 character 
pairs, representing 19 bytes of binary data, follow ??? 


Continued on next page 
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S-Record Output Format 


S-Record Creation, Continued 


S-Record Format 0000—A 4-character, 2-byte address field (hexadecimal address 
‘Conn at 0000) indicating where the data that follows is to be loaded 


The next 16 character pairs of the first S1 record are the ASCII bytes of 
the actual program code/data. In this assembly language example, the 
program hexadecimal opcodes are sequentially written in the code/data 
fields of the S1 records. 


OPCODE INSTRUCTION 


MOVE.L (A7) +, A4 


245F MOVE.L (A7) +, A2 











MOVE.L (A2), D1 
226A0004 |MOVE.L 4(A2), At 
24200008 |MOVE.L FUNCTION(A1), D2 






MOVE.L #FORCEFUNC, FUNCTION(A1) 


The rest of this code continues in the remaining S1 record’s code/data 
fields and stores in memory location 0010, etc. 


2A—The checksum of the first $1 record. 


The second and third S1 records also contain hexadecimal 13 (decimal 
19) character pairs and end with checksums 13 and 52, respectively. 
The fourth S1 record contains 07 character pairs and has a checksum of 
92. 


S9 Record: 


S9 —S-record type S9, indicating that it is a termination record 

03 —Hexadecimal 03, indicating that three character pairs (3 
bytes) follow 

0000—The address field, zeros 

FC —The checksum of the S9 record 


Each printable character in an S-record encodes in hexadecimal (ASCII 
in this example) representation of the binary bits that transmit. Figure 
8-2 illustrates the sending of the first S1 record. Table 8-2 lists the 
ASCII code for S-records. 
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S-Record Output Format 


S-Record Creation, Continued 


Figure 8-2: ASCII 
Code for S-Records 


RECORD RECORD LENGTH ADDRESS CODE/DATA CHECKSUM 
0 0 0 0 





fe tis ats as oe oe oe Bs ee 










Table 8-2: 

Transmission of an S1 LEAST MOST SIGNIFICANT DIGIT 

acs ee eit 
ee eae 
Se | Bo) 
ates SSDP Pete ey Beil ORS | 
Ree ee |, EPG [DOR Pee 8 ee 8 | 
ee ae ee ee 

ae wae ee 

a ree E, Fa a ee 
| 7 p7 | e@ | we fT lw 
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Section 9 
Instruction Execution Timing (5200 Series Only) 
Overview 


Introduction This section presents ColdFire 5200 Series processor instruction 
execution times in terms of processor core clock cycles. The number of 
operand references for each instruction is also included, enclosed in 
parentheses following the number of clock cycles. Each timing entry is 
presented as C(r/w) where: 


C—tThe number of processor clock cycles, including all applicable 
operand fetches and writes, as well as all internal core cycles 
required to complete the instruction execution. 


r/w—The number of operand reads (r) and writes (w) required by the 
instruction. An operation performing a read-modify-write 
function is denoted as (1/1). 


This section includes assumptions concerning the timing values and the 
execution time details. 
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Instruction Execution Timing 
Timing Assumptions 


Four Timing The timing data presented in this section have the following 
Assumptions assumptions: 


1. The operand execution pipeline (OEP) is loaded with the opword 
and all required extension words at the beginning of each instruction 
execution. This implies that the OEP doesn’t wait for the instruction 
fetch pipeline (IFP) to supply opwords and/or extension words. 


2. The OEP does not experience any sequence-related pipeline stalls. 
For the ColdFire processor, the most common example of this type of 
Stall involves consecutive STORE operations, excluding the MOVEM 
instruction. For all STORE operations (except MOVEM), certain 
hardware resources within the ColdFire processor are marked as "busy" 
for two clock cycles after the final DSOC cycle of the STORE 
instruction. If a subsequent STORE instruction is encountered within 
this 2-cycle window, it will be stalled until the resource again becomes 
available. Thus, the maximum pipeline stall involving consecutive 
STORE operations is 2 cycles. The MOVEM instruction uses a 
different set of resources and this stall does not apply. 


3. The OEP completes all memory accesses without any stall conditions 
caused by the memory itself. Thus, the timing details provided in this 
section assume an infinite zero-wait state memory is attached to the 
processor core. 


4. All operand data accesses are aligned on the same byte boundary as 
the operand size: 16-bit operands aligned on 0-modulo-2 addresses, 32- 
bit operands aligned on 0-modulo-4 addresses. 


If the operand alignment fails these guidelines, the optional hardware 
module that supports misaligned references is required. With the 
support this module provides, each misaligned reference requires a 
minimum of 2 additional clock cycles to process. 
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Instruction Execution Timing 


MOVE Instruction Execution Times 





Introduction The execution times for the MOVE. {B,W} instructions are shown in 
Table 9-1, while Table 9-2 provides the timing for MOVE.L. 


For all tables in this section, the execution time (ET) of any instruction 
using the PC-relative effective addressing modes is exactly equivalent 
to the time using the comparable An-relative mode. 


The nomenclature "xxx.w1"' refers to both forms of absolute addressing, 
XXxX.W and xxx.l. 








Table 9-1: Move Byte 
and Word Execution 


















Times 

DESTINATION 
OB 
Peeay | atm any fa) ay) iT Sa) SPS CT SC 
Bars [ao anys yi) S| SO | SO Cd SOS 
Ec CC 
OE CO) 
Parero) | atm [ayy dT ay id SS] SO S| SO id 
eaPGxnsr | atv) amy [amy] any) dP SO ST CO Cd SC SY 
tox | oo [any | aon) [aon - | - | -— | 











Table 9-2: Move Long 
Execution Times 


ea) |S | 
xf 
BayKrrs | acm | aim) _| san) | any id 
Pow 2 fain) amy faim 
Peo 2000) | 200m) [acim] atin 
(@Poxrsry| acim) [anny | am) [aim | — | 
Peo 100) | 20n) —208) 208) 
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Instruction Execution Timing 


Standard One Operand Instruction Execution Times 





Table 9-3: One 
Operand Instruction 
Execution Times 


EFFECTIVE ADDRESS 
ae [tan | (616,An) | (BANGS) | cd [oe | 
ary _[ 0m) on) aon) tony) — 
aor) [ 10) | 40m) [20040 
aon | 0) [40m 20) 4008) J 
ee eee ee ee 


ee ee ee 
[Tete | eo | 100) [am _|strmy |__| acm) | ae) _| 100) 
tert] <ee [1100 [2m | avo] 20m) | atv) acu) | att. 7100) 
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instruction Execution Timing 


Standard Two Operand Instruction Execution Times 








Table 9-4: Two 
Operand Instruction 
Execution Times 













el 
(d16,PC) (d8,PC,Xn*SF) 

ADDL | “Dyes — [3am army Fatty] amy [amy 

ADO | ainmde | soy {— | —-|- |-- [| — | - | =] 

ADA [nm<es| 100) | Ai) | am) | am | sam | am | am | — | 

ADOXL [yo | WO | — | = | — | — | - | - | — 






AND] Dyem> [= [amy [atm [acm [_ am) aim) [amy 
AOL [imme | oy [-— ~ - | - |. - | -— | - | -_] 
ASLL | <ea>Ox | 100) | — [| — | — |= | - [= | 1) 
ASL | <eoDx | wo [| — | — | - |=) — |=} 1000) 
BOHG | Dyce | 200 | sam | sum | sum | sam | aim | am | — 
BOHG | Finm<ea>|2(00) | aim) _| sum [aun | aun) [| — | — | — 
BOR | Dyce | 200) | acm) | ann) _| ann) | a0n) | am) | samy | — 
B0LR | Finmzeas [00 _| amy _[ acim) | an) [amy [— | — | — | 
set] Dyce | 2100 | samy | atin) [acm acy | amy | am) | 
aseT | Fimmcea> | 2000) | samy] atin) | sum | anny | — [| — [| —_ 
erst | Dyes [ator | am) | aim) _[ acm) | aan) | aim) | amy] 
BTsT_| Finmcee>| 10 [amy _| amy [sam | sun) | — | — | 10) 
ori | ainmdx [too [| — [| —- | - | - | - | -_ 
BORL | Dyce | 100) | samy | _amy)_| amy | amy TC) SP 
Teor | tom | ey [ — | -~ | -— | —- | —- | =| — | 
pea [seanax | — | toy f= oo [207 [to 
ist | ame | oy] — | - | —- | —- | - | = | 19 
Pisal_| emx | to [| — | — |= | - | — | — | 100] 
WOVE [finde | — [| — | - | - | - | — |=} 1(0) | 
MULSL_|<2a5,Ox_[ Tafa) _[—20ctm) | 2octmy | aocrmy [aoc | — | - | — 
zon) | 20m) | aoc | — | — | — 
PORT | Dyce | — [samy [army faery] any amy) 
[ont | airmox | oo] — | —- | —- | —- | —- | -{| —_ 
(00) 
Su Oye [ — | say) atin [sum fam) [amy aim) 
sual | aimmix | wom f-— |-- | —- | - | - | - | = 
suBGL Fimm<eas[ 100 | samy | amy | sam | amy || | 
sexe [ Oyo | woo 7 —- | - | - | - | - |= | -_| 
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Instruction Execution Timing 


Miscellaneous Instruction Execution Times 


Table 9-5: 
Miscellaneous 
Instruction Execution 
Times 

















EFFECTIVE ADDRESS 

jovcone | | pa aa 
OT a 
Pwovew | como | iy f —- [| — | — | - | —- | =} -_| 
TMOvEW | <emcoR| 10 [| - | - | —- | - | - |__| 7a] 
PwoveW | sRdx | 10m | — |-- | - | - |---| - | -_] 
Pwovew [ose [roo [- [ - | - | - | - | — | 70" 
woves | rune | oom [| - [| - | - | - | - | - | -_| 
WOVEME | ennai | — [| toa) | — [| — | wm] — | - | - | 
MOVEML | Alstom | — | tantoy | — [| — | tenon | — | - | - | 
Ce OE RES] = TL ne cs 
| PEA | sem | — | 20) | - | — | 2m? | sms | 20 | - 
PRUE OO ee ee 
ca a Pe (ee cae 
Oa GO A OC) 

Ee ee OO ee ee eS ea 
EW | am | 10 J - | - [| - | - | - [| - | -_| 
er | tame A | ee ee fe ee ee 
EINK A a ee ea ei ee 
Two | ee | — | am | am | aim | aim | im | «0 | sum | 
Fworsua [<> | — | se | - | — | sem | — | - | - | 


n is the number of registers moved by the movem opcode. 
‘if a MOVE.W #imm,SR instruction is executed and imm[13] = 1, the execution time is 1(0/0). 

2The execution time for STOP is the time required until the processor begins sampling continuously for interrupts. 
3 PEA execution times are the same for (d16,PC) 

4 PEA execution times are the same for (d8,PC,Xn*SF) 
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Instruction Execution Timing 


Branch Instruction Execution Times 





Table 9-6: General 
Branch Instruction 
Execution Times 












EFFECTIVE ADDRESS 


crcooe| <e | a] — pay [faa] [P| [a 
a a A OD 

we | ee [= | 30) | — | — [30m | 0g | 0) 

er [eof — | son | - | — | 30) | «omy [aon | — | 

cee | | - | - | m | - | - | - | -_ 

res [| - | - | sm [-— | - | - [| - | -_| 











Table 9-7: BRA, Bcc 
Instruction Execution 
Times 


opcope| FORWARD FORWARD BACKWARD | BACKWARD 
TAKEN NOT TAKEN TAKEN NOT TAKEN 


aa [20m [| ao | — +4 
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Appendix A 
Processor Instruction Summary 


Overview 








Introduction This appendix provides a quick reference of the ColdFire instructions. 
Table A-1 lists the ColdFire instructions by mnemonics, followed by the 
descriptive name 








Table A-1: ColdFire 


Instruction Set | ~MNEMONIC DESCRIPTION 


Logical AND Immediate 
Arithmetic Shift Left and Right 
Branch Conditionally 

Test Bit and Change 

Test Bit and Clear 

Branch 

Test Bit and Set 

Branch to Subroutine 


Logical Exclusive-OR 
Logical Exclusive-OR Immediate 
Re Extend 


Load Effective Address 
Link and Allocate 

Logical Shift Left and Right 
Move 

Move Address 
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Appendix A 


MOVEC 

MOVE from CCR 
MOVE to CCR 
MOVEM 

MOVE from SR 
MOVE toSR — 


uni ing 
WDEBUG =—s—s—CSCs«* tite Dezbug Control Register 


DESCRIPTION 


Move Control Register 

Move from Condition Code Register 
Move to Condition Code Register 
Move Multiple Registers 

Move from the Status Register 
Move to the Status Register 


Unsigned Multiply 


Negate with Extend 
No Operation 
Logical Complement 


Logical Inclusive-OR 
Logical Inclusive-OR Immediate 


Push Effective Address 
Return from Exception 
Return from Subroutine 
Subtract 

Set According to Condition 
Load Status Register and Stop 
Subtract Address 

Subtract Immediate 
Subtract Quick 

Subtract with Extend 
Swap Register Words 
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Appendix B 


Multiply and Accumulate (MAC) Instructions 


Introduction 


Note 








Not all ColdFire products will contain the optional MAC unit. 





MAC (Multiply and Accumulate) 


Description 


MAC Status Register 





Operation: ACC + ((Rw x Rx){<< 1] >> 1}) ~ ACC 
Assembler 
Syntax: MAC. <size> Ry.<ul>,Rx.<ul> 

MAC. <size> Ry.<ul>,Rx.<ul>,<shift> 
Attributes: size = (Word, Long) 

ul = (Upper, Lower) 

shift = (<<, >>) 


Multiply two 16- or 32-bit numbers to produce a 32-bit result, then add 
this product, optionally shifted left or right one bit, to the accumulator 
(ACC). The result is stored back into the accumulator. If 16-bit operands 
are used, the upper or lower word of each register must be specified. 





OMc S/U - - N Z V C 
Sa ae ee ee ee 
OMC—not affected 
S/U—not affected 
N—set if the most significant bit of the result is set, otherwise cleared 
Z—set if the result is zero, otherwise cleared 


V—set if an overflow is generated, otherwise unchanged 
C—always cleared 
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Continued on next page 
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MAC (Multiply and Accumulate), Continued 





Processor Condition Not affected 
Codes 


Instruction Format 





Instruction Fields 
RY—Source Y field 
Specifies a source register operand, where $0 is DO...., $7 is D7, $8 is 
AO,..., $F is A7. Note that bit ordering is 6, 11, 10, 9 (CMSB to LSB). 


_ RX—Source X field 
Specifies a source register operand, where $0 is DO,..., $7 is D7, $8 is 
AO,..., $F is A7. Note that bit ordering is 3, 2, 1,0 (MSB to LSB). 


SZ—Size field 
0 = word-sized input operands 
1 = long-sized input operands 


SF—Scale Factor field 
00 = none 
01 = product << 1 
10 = reserved 
11 = product >> 1 


U/LY—Source Y Word Select field 
This bit determines which 16-bit operand of the source W register is 
used in the operation for word-sized operations only. 

0 = lower word 

1 = upper word 


U/LX—Source X Word Select field . 
This bit determines which 16-bit operand of the source X register is 
~ used in the operation for word-sized operations only. 
0 = lower word 
1 = upper word 
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MACL (Multiply and Accumulate with Register Load) 











Operation: ACC + ((Ry x Rx){<< 11>>1}) ~ ACC 
(<ea>{& MASK}) — Ry 
Assembler 
Syntax: MACL.<size> Ry.<ul>, Rx.<ul>,<ea>,Rw 
MACL.<size> Ry.<ul>, Rx.<ul>,<shift>,<ea>,RWw 
MACL.<size> Ry.<ul>, Rx.<ul>,<shift>,<ea>&,Rw 
Attributes: size = (Word, Long) 
ul = (Upper, Lower) 
shift = (<<, >>) 
ea = Effective Address 





Description 


Multiply two 16- or 32-bit numbers to produce a 32-bit result, then add 
this product, optionally shifted left or right one bit, to the accumulator 
(ACC). The result is stored back into the accumulator. If 16-bit 
operands are used, the upper or lower word of each register must be 
specified. In parallel with this operation, a 32-bit operand is fetched 
from the memory location defined by <ea> and loaded into the 
destination register, Rw. If the mask addressing mode is used, the low- 
order word of <ea> is ANDed with the mask register. 





MAC Status Register 


Processor Condition 
Codes 








omc S/U e e N Z V Cc 
OMC—not affected 
S/U—not affected 
N—set if the most significant bit of the result is set, otherwise cleared 
Z—-set if the result is zero, otherwise cleared 


V—set if an overflow is generated, otherwise unchanged 
C—always cleared 


Not affected 





Continued on next page 
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MACL (Multiply and Accumulate with Register Load), Continued 


Instruction Format 





Instruction Fields 


RY—Source Y field 


Specifies a source register operand, where $0 is DO.,..., $7 is D7, $8 is 
AO,..., $F is A7. Note that bit ordering is 15, 14, 13, 12 (MSB to LSB). 


RX—Source X field 
Specifies a source register operand, where $0 is DO,..., $7 is D7, $8 is 
AO,..., $F is A7. Note that bit ordering is 3, 2, 1,0 (MSB to LSB). 


RW—Destination field 
Specifies a destination register operand, where $0 is DO.,..., $7 is D7, $8 
is AO,..., $F is A7. Note that bit ordering is 6, 11, 10, 9 (MSB to LSB). 


<ea>—Effective Address of Memory Operand field 





SZ—Size field 
0 = word-sized input operands 
1 = long-sized input operands 


SF—Scale Factor field 
00 = none 
01 = product << 1 
10 = reserved 
11 = product >> 1 








Continued on next page 
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MACL (Multiply and Accumulate with Register Load), Continued 


Instruction Fields 
(Continued) 








U/Ly—Source Y Word Select field 
This bit determines which 16-bit operand of the source Y register is 
used in the operation for word-sized operations only. 

0 = lower word 

1 = upper word 


U/Lx—Source X Word Select field 
This bit determines which 16-bit operand of the source X register is 
used in the operation for word-sized operations only. 

0 = lower word 

1 = upper word 


MAM —Mask Addressing Mode Modifier 

This bit determines if the mask addressing mode should be used. 
0 = normal addressing mode 
1 = mask addressing mode 


MSAC (Multiply and Subtract) 


Description 


MOTOROLA 


Operation: ACC - ((Ry x Rx){<<11>>1}) ~ACC 
Assembler 
Syntax: MSAC.<size> Ry.<ul>,Rx.<ul> 
MSAC.<size> Ry.<ul>,Rx.<ul>,<shift> 
Attributes: size = (Word, Long) 
ul = (Upper, Lower) 
shift = (<<, >>) 








Multiply two 16- or 32-bit numbers to produce a 32-bit result, then 
subtract this product, optionally shifted left or right one bit, from the 
accumulator (ACC). The result is stored back into the accumulator. If 
16-bit operands are used, the upper or lower word of each register must 
be specified. 





Continued on next page 
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MSAC (Multiply and Subtract), Continued 








MAC Status Register 


OMC S/U - - N Z V Cc 
OMC—not affected 
S/U—not affected 
N—-set if the most significant bit of the result is set, otherwise cleared 
Z—set if the result is zero, otherwise cleared 


V—-set if an overflow is generated, otherwise unchanged 
C—always cleared 





Processor Condition Not affected 
Codes 


Instruction Format 


15 14 13. 12 11 10 9 8 7 6 5 4 3 2 1 0 
rite, Ay [o[omrf[ojo]| mx | 
eee ANS RS eT 


Instruction Fields 





RY—Operand Y field 
Specifies a source register operand, where $0 is DO.,..., $7 is D7, $8 is 
AO,..., SF is A7. Note that bit ordering is 6, 11, 10, 9 (MSB to LSB). 


RX—Operand X field 
Specifies a source register operand, where $0 is DO,..., $7 is D7, $8 is 
AO,..., $F is A7. Note that bit ordering is 3, 2, 1, 0 (MSB to LSB). 


SZ—Size field 
0 = word-sized input operands 
1 = long-sized input operands 


SF—Scale Factor field 
00 = none 
01 = product << 1 
10 = reserved 
11 = product >> 1 





Continued on next page 
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MSAC (Multiply and Subtract), Continued 


Instruction Fields 
(Continued) 


U/LY—Source Y Word Select field 
This bit determines which 16-bit operand of the source Yregister is 
used in the operation for word-sized operations only. 

0 = lower word 

1 = upper word 


U/LX—Source X Word Select field 
This bit determines which 16-bit operand of the source X register is 
used in the operation for word-sized operations only. 

0 = lower word 

1 = upper word 





MSACL (Multiply and Subtract with Register Load) 


Description 


MOTOROLA 


Operation: | ACC - ((RyxRx){<<11!>>1}) ~ ACC 
(<ea>{& MASK}) > Ry 
Assembler 
Syntax: MSACL.<size> Ry.<ul>,Rx.<ul>,<ea>,Rw 
MSACL.<size> Ry.<ul>,Rx.<ul>,<shift>,<ea>,Rw 
. MSACL.<size> Ry.<ul>,Rx.<ul>,<shift>,<ea>&,Rw 
Attributes: size = (Word, Long) 
ul = (Upper, Lower) 
shift = (<<, >>) 
ea = Effective Address 


Multiply two 16- or 32-bit numbers to produce a 32-bit result, then 
subtract this product, optionally shifted left or right one bit, from the 
accumulator (ACC). The result is stored back into the accumulator. If 
16-bit operands are used, the upper or lower word of each register must 
be specified. In parallel with this operation, a 32-bit operand is fetched 
from the memory location defined by <ea> and loaded into the 
destination register, Ry. If the mask addressing mode is used, the low- 
order word of <ea> is ANDed with the mask register. 





Continued on next page 
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MSACL (Multiply and Subtract with Register Load), Continued 








MAC Status Register 


OMC S/U - 


OMC—not affected 

S/U—not affected 

N—set if the most significant bit of the result is set, otherwise cleared 
Z—-set if the result is zero, otherwise cleared 

V—set if an overflow is generated, otherwise unchanged 

C—always cleared 


Processor Condition Not affected 
Codes 


Instruction Format 


15 
BORO RLCCs oot 


sz [sr [7 [Uny[uax[Maw] o [Kid 





Instruction Fields 
RY—Source Y field 
Specifies a source register operand, where $0 is DO.,..., $7 is D7, $8 is 
AO,..., $F is A7. Note that bit ordering is 15, 14, 13, 12 (MSB to LSB). 


RX—Source X field 
Specifies a source register operand, where $0 is DO,..., $7 is D7, $8 is 
AO,..., $F is A7. Note that bit ordering is 3, 2, 1,0 (MSB to LSB). 


RW—Destination field 
Specifies a destination register operand, where $0 is DO...., $7 is D7, $8 
is AO,..., $F is A7. Note that bit ordering is 6, 11, 10, 9 CMSB to LSB). 


<ea>—Effective Address of Memory Operand field 


Continued on next page 


B-8 ColdFire Family Programmer’s Reference Manual Rev. 1.0 MOTOROLA 


MSACL (Multiply and Subract with Register Load), Continued 


ADDRESSING ADDRESSING 
_tfene”® | woe | neces) | ine | Hone 
Pe 
ee, eet ee ee a ed 
[ey [010 regan [| tds 
Sc 
‘Any | 100 [regan | |i 
A anf [wero | 
Anke) |_| a [sea 





Instruction Fields 
(Continued) 





















(a6 PO) 
(d8,An,Xn) 


SZ—Size field 
0 = word-sized input operands 
1 = long-sized input operands 


reg.num:An 


ee 





SF—Scale Factor field 
00 = none 
01 = product << 1 
10 = reserved 
11 = product >> 1 


U/LY—Source Y Word Select field 
This bit determines which 16-bit operand of the source Y register is 
used in the operation for word-sized operations only. _ 

0 = lower word 

1 = upper word 


U/LX—Source X Word Select field 
This bit determines which 16-bit operand of the source X register is 
used in the operation for word-sized operations only. 

0 = lower word 

1 = upper word 


MAM—Mask Addressing Mode Modifier 

This bit determines if the mask addressing mode should be used. 
0 = normal addressing mode 
1 = mask addressing mode 
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New Register Instructions 





This section describes the new register instructions. A detailed 
discussion of each instruction description is arranged in alphabetical 
order by instruction mnemonic. 








MOVE from ACC (Move from Accumulator) 








Operation. ACC—Rn 

Assembler 

Syntax: MOVE. <size> ACC, Rn 
Attributes: size = Long 














Description Move a 32-bit value from the accumulator (ACC) to a register. The size 
of the operation must be specified as long. 

MAC Status Register Not affected 

Processor Condition Not affected 


Codes 





Instruction Format 


15 14 13 12 11 #10 9 3 0 
1 


8 7 6 5 4 
BERBER REE ee ee ee eee 








Instruction Fields 


Rn[3:0] specifies the destination register, where $0 is DO,..., $7 is D7 : 
$8 is AO,..., $F is A7. 
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MOVE from MACSR (Move from MAC Status Register) 





Operation: MACSR —> Rn{7:0] 


0 — Rn[31:8] 
Assembler 
Syntax: MOVE.<size> MACSR, Rn 
Attributes: size = Long 
Description Move the contents of the MAC status register (MACSR), zero-extended 


to long size, into a general-purpose register, Rx. The size of the 
operation must be specified as long. 





MAC Status Register Not affected 





Processor Condition Not affected 
Codes 


Instruction Format 
15 14 13 12 11 3 0 


10 9 8 7F 6 5 4 
Fo 





Instruction Fields Rn[3:0] specifies the destination register, where $0 is DO.,..., $7 is D7, 
$8 is AO,..., $F is A7. 





MOVE from MASK 





Operation. MASK — Rn{15:0] 
OxFFFF — Rn[31:16] 

Assembler 

Syntax: MOVE.<size> MASK, Rn 

Attributes: size = Long 





Continued on next page 
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MOVE from MASK, Continued 











Description Move a 32-bit value from the mask register (MASK), one-extended to 
long size, to a register. The size of the operation must be specified as 
long. 

MAC Status Register Not affected 

Processor Condition Not affected 


Codes 


Instruction Format 





16 14 13 12 11 10 9 8 3 0 


7 6 5 4 
RARER ER EEE ee ee ee 





Instruction Fields 





Rn[3:0] specifies the destination register, where $0 is DO,..., $7 is D7, 
$8 is AO,..., $F is A7. 


MOVE to ACC (Move to Accumulator) 





Description 


Operation: Source — ACC 
Assembler 

Syntax: MOVE. <size> <ea>, ACC 
Attributes: size = Long 





Move a 32-bit value from a register or an immediate value into the 
accumulator (ACC). The size of the operation must be specified as 
long. 





Continued on next page 
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MOVE to ACC (Move to Accumulator), Continued 


MAC Status Register 


OMC S/U - 


OMC—not affected 

S/U—not affected 

N—set if the most significant bit of the result is set, otherwise cleared 
Z—set if the result is zero, otherwise cleared 

V—always cleared 

C—always cleared 


Processor Condition Not affected 
Codes 


Instruction Format 


13 
<EA> 
MODE REG 


<ea>—Effective Address 


Instruction Fields 










ADDRESSING 

ae [om 

a 

ee ee 
THedetes [ito] 
ee al 
sees tes al 
ery Td 
_weroxy —[- [| | 
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MOVE to CCR (Move to Condition Code Register) 





Description 


Operation. | MACSR[4:0] — CCR[4:0] 
Assembler 

Syntax: MOVE. <size> MACSR,CCR 
Attributes: size = Long 


Move the indicator flags of the MAC status register (MACSR) into the 
processor’s condition code cegister (CCR). The size of the operation 
must be specified as long. 





MAC Status Register 


Not affected 





Processor Condition 
Codes 


xX N Z Vv Cc 
ee oe (ae en ee 
X—not affected 
N—set to the value of MACSR bit 3, N 
Z—set to the value of MACSR bit 2, Z 


V—set to the value of MACSR bit 1, V 
C—-set to the value of MACSR bit 0, C 





Instruction Format 


B-14 


16 14 13 12 11 10 9 8 YT 6 5 4 3 2 1 «#90 


Rie EI Ree eee ee eee 
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MOVE to MACSR (Move to MAC Status Register) 





Operation: | Source —-> MACSR 
Assembler . 

Syntax: MOVE. <size> <ea>, MACSR 
Attributes: size = Long 


Description Move the low-order byte of a 32-bit value from a register or an 
immediate value into the MAC status register (MACSR). The size of 
the operation must be specified as long. 


MAC Status Register 


OMC S/U - 


OMC—set to the value of bit 7 of the source operand 
S/U—set to the value of bit 6 of the source operand 
N—-set to the value of bit 3 of the source operand 
Z—set to the value of bit 2 of the source operand 
V—set to the value of bit 1 of the source operand 
C—always cleared 


Processor Condition Not affected 
Codes 





Instruction Format 


15 12 #11 #10 9 


<EA> 
MODE REG 


Continued on next page 
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MOVE to MACSR (Move to MAC Status Register), Continued 





Instruction Fields <ea>—Effective Address 








MOVE to MASK (Move to Modulus Register) 








Operation: Source —- MASK 
Assembler 

Syntax: MOVE. <size> <ea>, MASK 
Attributes: size = Long 


Description Move the low-order word of a 32-bit value from a register or an 
immediate value into the mask register (MASK). The size of the 
Operation must be specified as long. 





MAC Status Register Not affected 


Processor Condition Not affected 
Codes 





Instruction Format 


13 
<EA> 
MODE REG 


Continued on next page 
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MOVE to MASK (Move to Modulus Register), Continued 


Instruction Fields <ea>—Effective Address 


someone won [ ease | [ene] wee] eo 

[tn 000 | regnimin | tow | - |_| 
008 eg naman foes k 
a A OS 
fe Mee eee ee ee 
Se ane a ge Oe ae 
wea a 
Penny [= [tee Pony f= 
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Operation Code Map 








All MAC instructions are mapped into line A, i.e. bits 15-12 of the 
instruction are 1010 ($A). 








1. MAC 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 
Pr ea op eG OO we i 
po ee ee OI | 
2. MSAC 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 
(a A 

mxf Sd 

3. MACL 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 





5. MOVE to ACC 


15 14 #18 «12 «#41 10 «9 8 7 6 5 0 
<EA> 
Pafetrfefefofel+ |e] ©] woe ae 
6. MOVE to MACSR 
1413 0 


15 12 11 10 9 8 7 6 5 
<EA> 
Psfotepet sfo}ot ste]! cee = 
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7. MOVE to MASK 
0 


14 
<EA> 
MODE REG 


8. MOVE from ACC 


15 13 11 3 0 
OR 
9. MOVE from MACSR 

15 14 13 12 3 0 





[Td i ST 


10. MOVE from MASK 
15 3 0 


13 
i 
11. MOVE to CCR 





15 


11 
<EA> 
MODE REG 


Table B-1. MAC Instruction Execution Times 


EFFECTIVE ADDRESS 
com | a Tos[ne[on/ 28) SE [me 
a 
pane oe eee 
a 
OO 
ney eRe | aww [aw | aww | awe | 
tm Fa Fm fap PP 
ati YR am | ae) [ amy awe | aoe | 


Note: Effective address of Ge PC) not supported 
















ho 






> 







Ded 
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